Cisco ACS patch

Boot met knoppix shell su,  mount /dev/sda1 to modify grub.conf

1) in grub.conf moet alleen de regel met password eruit of # ervoor. Verder maak je geen changes    ....
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2) VM opstarten en dan op spatie drukken voor het boot menu
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Na return moest ik ook op b (boot) drukken om te booten .....

Als je de su prompt hebt heb ik mbv ifconfig eth0 op gebracht bv 
ifconfig eth0 192.168.35.190, daarna sshd opgestart met /etc/init.d/sshd start en vervolgens een root password aanmaken met passwd en zo laten staan, nu kan je met ssh vanaf een andere machine inloggen en de flexlm-10.9.jar er met scp erop copieren.

Copy the file flexlm-10.9.jar to /opt/CSCOacs/mgmt/apache-tomcat-6.0.37/lib/, it will overwrite the existing file in that destination folder.

Vanaf een linux server:

scp flexlm-10.9.jar root@192.168.35.190:/opt/CSCOacs/mgmt/apache-tomcat-6.0.37/lib/

en reboot - het duurt enige tijd voordat de webinterface werkt.

Login met ACSAdmin / default  , en verander je login.

Nu kan je de licensefiles toevoegen ....
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grub.conf generated by anaconda

w
W
# Note that you do not have to rerun grub after making changes to this file
# NOTICE: You have a /boot partition. This means that
" all kernel and initrd paths are relative to sboot/, ey
" root (hdd,8)
] kernel sumlinuz-version ro root=/dev/smosvg/rootuol
] initrd sinited-version. ing
#boot=/dev/sda
[passuord --sha-Z56 S55ahufsYIBSSKZRIET41/q7hKA0RCOg T{X6qAg6D J1TEuvBNZBaTEC]
default=g
timeout
hiddenmenu
title ADE-0S-2.8 (2.6.18-388.e1SPAE)
root (hd8,8)
kernel sumlinuz-2.6.18-308.e1SPAE ro root=/dev/smosug/rootual selinux=0
quiet crashkernel=128M916M divider=18
initrd sinitrd-2.6.18-388.¢15PAE . 1ng

boot/grub/grub.conf” 17 lines, 688 characte

file and quit vi
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Now we can edit the commands before booting, press the key ‘e’
GNU GRUB version 8.97 (638K lower / 3143616K upper wemory)

ADE-0S-2.8 (2.5.18-308. 15PAE)

Use the * and ¢ keys to select which entry is highlighted
Press enter to boot the selected 0S, ‘e’ to edit the
cormands before booting, 'a’ to modify the kernel arguments

before booting, or 'c’ for a command-line.
we get another boot menu, move to the second line,

GNU GRUB wversion 8.97 (638K lower / 3143616K upper memory)

root (hdf,8)
kernel /umlinuz-2.6.18-388.e15PAE ro root=/dev/smosvg/rootvol selinux>
initrd /initrd-2.6.18-360. e 15PAE. ing

Use the T and 4 keys to select which entry is highlighted
Press 'b’ to boot, 'e’ to edit the selected command in the
boot sequence, 'c’ for a command-line, o’ to open a new line
after (‘0 for before) the selected line, 'd’ to remove the
selected line, or escape to go back to the mMain Menu

Press ‘e’ again,

[ Minival BASH-like line editing is supported. For the first word, TAB
lists possible command completions. Anywhere else TAB lists the possible
completions of a device/filename. ESC at any time cancels. ENTER
at any time accepts your changes.1

ctuol selinux-8 quiet crashkernel=128Mo16M divider=18]singlo_
10", there is a space (as separator) between

key, after a while, you should see the Linux Shell





