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Question 13
Correct

1 points outof 1
¥ Flag question

Quesion 14
Correct

1 points outof 1
¥ Flag question

Which setting must be enabled in a spoke IPsec phase 1 configuration in order for the spoke to participate in ADPN?

Select one:

auto-aiscovery-forwarder
auto-aiscovery-receiver v
auto-discovery-ipsec

auto-aiscovery-sender

Which two of interfaces can be added to SD-WAN as member interfaces? (Choose two.)

Select one or more:
IPsec interface v

VLAN v
Virtual wire pair

Zone
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Qusstion 15 Which two statements are true regarding OCVPN? (Choose two.)

Corect
1 points out of 1 Select one or more:
¥ Flag question Al FortiGate devices must be registered on FortiCare sing the same FortiCare account. v

FortiGate supports only one OCVPN per VDOM.
Firewall policies and static routes for OCVPN must be configured manually.
OCVPN supports static and dynamic IPs in WAN interfaces. v*
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Qusstion 15 Which two statements about the SD-WAN zones are true? (Choose two.)

Incorrect
0 points outof 1 Select one or more:
¥ Flag question You can configure only one SD-WAN zone per VDOM. X

After you add an interface to SD-WAN as member, you must use zones to reference the member in firewall policies.
You are allowed to create static routes that reference an SD-WAN zone.

‘You must configure the SD-WAN zone with a minimum of two member interfaces. X
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Which requires a username and password.

02/15/2022 - by Mod_Guidek o9

Which two statements describe how IPsec phase 1 main mode id different from aggressive mode when
performing IKE negotiation? (Choose two.)
A. A peer ID is included in the first packet from the initiator, along with suggested security policies.

B. XAuth is enabled as an additional level of authentication, which requires a username and password.
C. Atotal of six packets are exchanged between an initiator and a responder instead of three packets.
D. The use of Diffie Hellman keys i

ited by the responder and needs initiator acceptance.

HIDEANSWERS  Correct Answer: BC

Explanation/Reference:
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Question 1 Which statement defines Source_Destination IP load balancing?

Conect
1 points out of 1 Select one:
¥ Flag question Sessions from the same source and destination IP pair use the same interface. v
Sessions will be distributed based on weights assigned on the source and destination interfaces.
Sessions from the same destination IP address use the same interface.
Sessions from the same source IP address use the same interface.
Question 2 Which statement is true regarding zero-touch provisioning?
Conect
1 points out of 1 Select one:
¥ Flag question You must configure a static IP address on WAN1 or the egress interface on FortiGate in order to use the zero-touch

provisioning feature.

Zero-touch provisioning is supported only on FortiManager.
You can use the zero-touch provisioning feature when FortiGate restarts after a factory reset. v

Zero-touch provisioning can be used to push a configuration to only one FortiGate device at a time.
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Question 3 Which two statements are true regarding SD-WAN rules? (Choose two.)

Correct
1 points out of 1 Select one or more:
¥ Flag question SD-WAN rules will take precedence over static routes. v
SD-WAN rules are treated as static routes.
SD-WAN rules can be used only to define load balancing methods.
Regular policy routes will take preference over SD-WAN rules. v/
Quesiond WANT1 has a latency of 100 ms, and WAN2 currently has a latency of 120 ms. The link-cost-threshold has the default value of 10.
Correct Atwhich point will the Best Quality rule fail over from WAN1 to WAN2?
1 points out of 1
¥ Flag question Select one:

When WAN2 has a latency of 90 ms or lower v
When WANZ has a latency of 100 ms or higher
When WANT has a latency of 90 ms or lower
When WANT has a latency of 110 ms or lower
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Correct

1 points outof 1
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Question 6
Correct

1 points outof 1
¥ Flag question

When is an SD-WAN member considered to be in the alive state?

Select one:
When the SD-WAN member must pass the SLA target requirement.

When both servers used for health checks must be reachable by an interface member.
When SD-WAN members are with an active route in a routing table.

When SD-WAN members are not reaching the failure threshold. v

Which method of traffic shaping allows you to control traffic based on a percentage of the configured interface bandwidth?

Select one:
Reverse shaping

Per-IP shaping
Shared policy shaping
Interface-based shaping v
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Question 8
Correct

1 points outof 1
¥ Flag question

Which SD-WAN rule strategy allows you to send traffic to a specific interface without using any Performance SLA?

Select one:
Manual v

Lowest Cost (SLA)
Best Quality
Maximize Bandwidth (SLA)

What does Forward Error Correction do?

Select one:

It sends the same packets across multiple links.
It adds additional packets with redundant data. v
It buffers the packets and transmits them at the appropriate speed.

It reorders the packets at the destination.
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Quesion 10
Correct

1 points out of 1

¥ Flag question

Which two statements are true regarding SD-WAN orchestrator? (Choose two)

Select one or more:

SD-WAN orchestrator works only when FortiGate restarts after a factory reset.
SD-WAN orchestrator is available directly on FortiGate.
Only administrators with the Super_User profile can enable SD-WAN orchestrator. v

SD-WAN orchestrator is part of the management extension on FortiManager. v

Which statement is true regarding SLA Targets under the Performance SLA?

Select one:

You must configure an SLA target when configuring a Performance SLA.

SLA targets are required only for Lowest Cost (SLA) and Maximize Bandwidth (SLA)
rules strategies. v

SLA targets are used to prevent flapping.

You can configure only one SLA target per Performance SLA.
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Question 12
Correct

1 points outof 1
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In which mode are cost and interface preference not considered selection criteria?

Select one:
Best Quality
Manual
Lowest Cost (SLA)
Maximize bandwidth (SLA) v*

‘Which traffic shaper, in  traffic shaping policy, limits both outbound and inbound traffic?

Select one:

Forward shaper
Shared shaper
Reverse shaper
Per-IP shaper v*




