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GENERAL SPECIFICATION OF ISCH2E-S ON F-7C,F-7E AND F-10

1.  OUTLINE

ISCH2E-S is link length extension version of ISCH2-S.  The maximum cable connection length, the length between distance between a coupling capable CPU and a coupling facility, of ISCH2E-S is 10 km, while its of ISCH2-S is 3 km.  ISCH2E-S is functionally identical to ISCH2-S.

2.  FUNCTIONS

ISCH2E-S is functionally identical to ISCH2-S.  The only difference between ISCH2E-S and ISCH2-S is the maximum cable connection length described in section 3. 

3.  MAXIMUM CABLE LENGTH
The maximum cable connection length of ISCH2E-S is 10 km.  To take the advantage of 10 km-distance connection, however, both sides of connection end must have 10 km capability.  The below summarizes the maximum cable length in different connections.


HTC Products
IBM Products


ISCH2E-S
Other than

ISCH2E-S
Coupling Link supporting

10 km connection
Coupling Link

Supporting 3 km connection

ISCH2E-S
10 km
3 km
10 km
3 km

4.  CONNECTIVITY

ISCH2E-S has connectivity to the G-8 ISCH-S, the F-9 ISCH-S, the F-7 ISCH-S, the F-7 ISCH2-S, the F-7 ISCH2E-S, the F-10 ISCH2E-S, the IBM non-HiperLink and the IBM HiperLink.

5.  Requried MICROCODE level

The following microcode patch level or later is required to support ISCH2E-S.

CPU type
MICROCODE PATCH LEVEL

F-7C
C0-03-1A, C3-03-0F, C4-03-10


C4-06-0C, C5-05-03

F-7E
D0-01-09

F10
- (Supported from the first shipment microcode level.) 

6.  Spare parts commonaLity information

ISCH2E-S and ISCH2-S share the part number and part name.  The spare parts for each model, however, have different Interchangeability revision as summarized in the table below.  The spare part 3HAA5710X-A Interchangeability revision A1 is upward compatible with the Interchangeability revision A.  Thus, the PK with Interchangeability revision A1 is applicable to both ISCH2E-S and ISCH2-S, while the PK with Interchangeability revision A is applicable to only ISCH2-S.  The spare parts swap program, i.e. Interchangeability revision A to A1, is provided under separate quotation.

Spare Parts
Appreciable Breakdown Model

Part Name
Part Number
Interchangeability revision
ISCH2E-S
ISCH2-S

HAA57-A
3HAA5710X-A
A1
Applicable
Applicable

HAA57-A
3HAA5710X-A
A
Not Applicable
Applicable

7.  Physical Point of View
(1) Physical Connection Specification

The minimum receive-in power level for normal operation is -20 dBm.
(2) Physical Alteration

A new fiber optical transceiver (HTR6100A) is mounted on HAA57-A(A1) to extend the link length up to 10 km.

8.  20 km Capability (RPQ)
The maximum cable connection length of ISCH2E-S can extend up to 20 km if conditions below are satisfied.

(1) The minimum receive-in power level reads equal or more than -20 dBm at the receiver of PK.

(2) The IBM product, if connected at the other end, meets its own condition for 20 km RPQ requirement.

9.  US FDA Accession Number
US FDA Accession Number of HAA57-A(A1) is 9520692.
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