3.2.2	System parameter setting

(1)	Sets the target ID (SCSI)

(a)	Panel display
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(b)	Contents of display

No.�Message displayed�Description��1�ALL PORT COMMON�Set the target ID common to all ports. (default)��2�PORT #A�Set the target ID of the PORT #A.��3�PORT #B�Set the target ID of the PORT #B.��4�PORT #C	(*1)�Set the target ID of the PORT #C.��5�PORT #D	(*1)�Set the target ID of the PORT #D.��6�QUIT�Returns to the initial menu.��*1	: Not displayed in the case of the DF400-RKL.



(1-1) Sets the target

(a)	Panel display

A display when ALL PORT COMMON is selected is shown below.
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A display when PORT #* (* is replaced with one of A to D) is selected is shown below.
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(b)	Contents of display

No.�Message displayed�Description��1�SINGLE TARGET�Sets the single target ID. (default)��2�MULTI TARGET�Sets the multiple target IDs.��

�(1-2) Sets the single target ID

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Key and other operations (Refer to ( on PNL-0030 for the key input.)

(i)	Change the cursor position by pressing the �EMBED Word.Picture.6��� or �EMBED Word.Picture.6��� keys.

(ii)	Left justify the entered data (00 to 15).

(iii)	Determine the input value by pressing the �EMBED Word.Picture.6��� key.

(iv)	If the input value is illegal, reset it to the current value and display it again.

(v)	When the setting is completed, the screen returns to that of the initial menu.

(vi)	In the state that the target ID is not set internally, “00” is displayed by default.



(1-3) Sets the multiple target IDs

(a)	Panel display
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(b)	Contents of display

No.�Message displayed�Description��1�SET ID #00�Sets the LUN of the target #00.��2�SET ID #01�Sets the LUN of the target #01.��3�SET ID #02�Sets the LUN of the target #02.��4�SET ID #03�Sets the LUN of the target #03.��5�SET ID #04�Sets the LUN of the target #04.��6�SET ID #05�Sets the LUN of the target #05.��7�SET ID #06�Sets the LUN of the target #06.��8�SET ID #07�Sets the LUN of the target #07.��9�SET ID #08�Sets the LUN of the target #08.��10�SET ID #09�Sets the LUN of the target #09.��11�SET ID #10�Sets the LUN of the target #10.��12�SET ID #11�Sets the LUN of the target #11.��13�SET ID #12�Sets the LUN of the target #12.��14�SET ID #13�Sets the LUN of the target #13.��15�SET ID #14�Sets the LUN of the target #14.��16�SET ID #15�Sets the LUN of the target #15.��17�QUIT�Returns to the target ID setup menu.��(c)	Key and other operations

(i)	Selecting the “SET ID #xx” proceeds to the target LUN setup menu.

(ii)	Multiple “SET ID #xx” selections can be made, but the target LUN must be set for each selection.

(iii)	When changing without using the target ID, select “NOT USE” from the target LUN setup menu after selecting the target ID.

(iv)	Selecting the “QUIT” returns to the target ID setup menu.

�(1-4) Allocating the LUNs

(a)	Panel display
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(b)	Contents of display

No.�Message displayed�Description��1�LUN #00�Assign the LUN #00 to the selected target ID.��2�LUN #01�Assign the LUN #01 to the selected target ID.��3�LUN #02�Assign the LUN #02 to the selected target ID.��4�LUN #03�Assign the LUN #03 to the selected target ID.��5�LUN #04�Assign the LUN #04 to the selected target ID.��6�LUN #05�Assign the LUN #05 to the selected target ID.��7�LUN #06�Assign the LUN #06 to the selected target ID.��8�LUN #07�Assign the LUN #07 to the selected target ID.��9�LUN #08�Assign the LUN #08 to the selected target ID.��10�LUN #09�Assign the LUN #09 to the selected target ID.��11�LUN #10�Assign the LUN #10 to the selected target ID.��12�LUN #11�Assign the LUN #11 to the selected target ID.��13�LUN #12�Assign the LUN #12 to the selected target ID.��14�LUN #13�Assign the LUN #13 to the selected target ID.��15�LUN #14�Assign the LUN #14 to the selected target ID.��16�LUN #15�Assign the LUN #15 to the selected target ID.��17�NOT USE�The selected target ID is not used.��(c)	Key and other operations

(i)	Selecting the setting returns to the multiple target IDs setup menu.

(ii)	The LUN selected by the other target ID is not displayed.

(iii)	The default of the target ID selected first time is “NOT USE”.

(iv)	Selecting “NOT USE” releases the LUN assigned to the target ID.



�(2)	Sets the dual operation attribute

(a)	Panel display
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(b)	Contents of display

No.�Message displayed�Description��1�SINGLE MODE�Operates in the single mode. (default)��2�DUAL MODE�Sets the dual type individual attribute.��

(2-1) Sets the dual type individual attribute

(a)	Panel display
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(b)	Contents of display

No.�Message displayed�Description��1�DUAL TYPE�Sets the dual type attribute.��2�DATA SHARE MODE�Sets the data share operation attribute.��3�QUIT�Returns to the initial menu.��

(2-2) Sets the dual type attribute

(a)	Panel display
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(b)	Contents of display

No.�Message displayed�Description��1�DUAL ACTIVE�Operates in the dual active mode. (default)

(When the Dual Active mode is selected in the case where the model DF-F400-WD is not used, the routine returns to step (2-1), “Sets the dual type individual attribute”.

( When the Dual Active mode is selected in the case where the model DF-F400-WD is used, the routine proceeds to step (2-2-1), “Sets the dual type attribute” for setting the dual active ID take-over.

Note: The model DF-F400-WD is a priced option.��2�HOT STAND-BY�This operates in the hot standby mode.

The routine proceeds to step (2-2-2), “Sets the standby mode”.��

�(2-2-1) Setting the Dual Active mode

(a)	Panel display
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(b)	Contents of display

No.�Message displayed�Description��1�CONNECT HOST�The port on the standing by side responds to the selection while it is standing by. (default)��2�NOT CONNECT�The port on the standing by side does not respond to the selection while it is standing by.

The routine goes to the setting of the Dual Active ID Take-Over mode.��3�QUIT�The routine returns to the dual type individual attribute setting menu.��(2-2-1-1) Setting the Dual Active ID Take-Over mode

(a)	Panel display
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(b)	Contents of display

No.�Message displayed�Description��1�PORT #A�Sets the ID taking over CTL of the Port A.��2�PORT #B�Sets the ID taking over CTL of the Port B.��3�PORT #C	(*1)�Sets the ID taking over CTL of the Port C.��4�PORT #D	(*1)�Sets the ID taking over CTL of the Port D.��5�QUIT�The routine returns to Setting the Dual Active mode.��*1: This item is not displayed for the system using the fibre channel connection and the DF400-RKL.

(2-2-1-1-1) Setting the ID taking over CTL for each port

(a)	Panel display
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(b)	Contents of display

No.�Message displayed�Description��1�CTL0�The CTL 0 side is active. (The CTL 1 side is on standby)��2�CTL1�The CTL 1 side is active. (The CTL 0 side is on standby)��3�QUIT�The routine returns to the setting of the Dual Active ID Take-Over mode.��

�(2-2-2) Sets the standby mode

(a)	Panel display
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(b)	Contents of display

No.�Message displayed�Description��1�CONNECT HOST�The standby controller responds to the standby selection. (default)��2�NOT CONNECT�The standby controller does not respond to the standby selection.

Select this to validate the SCSI ID taking over function.��

(2-3) Sets the data share operation attribute

(a)	Panel display
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(b)	Contents of display

No.�Message displayed�Description��1�ON�Data share feature is enabled.��2�OFF�Data share feature is disabled. (default)��

�(3)	Sets the ROM pseudo-response command processing

(a)	Panel display
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(b)	Contents of display

No.�Message displayed�Description��1�ALL PORT COMMON�Set the pseudo-response common to all ports. (default)��2�PORT #A�Set the pseudo-response of the PORT #A.��3�PORT #B�Set the pseudo-response of the PORT #B.��4�PORT #C	(*1)�Set the pseudo-response of the PORT #C.��5�PORT #D	(*1)�Set the pseudo-response of the PORT #D.��6�QUIT�Returns to the initial menu.��*1	: Not displayed in the case of the DF400-RKL.



(3-1) Setting a response

(a)	Panel display

A display when ALL PORT COMMON is selected is shown below.
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A display when PORT #* (* is replaced with one of A to D) is selected is shown below.
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(b)	Contents of display

No.�Message displayed�Description��1�BUSY�Responds “BUSY” for ROM pseudo-response. (default)��2�NOT READY�Responds “Not Ready” for ROM pseudo-response.��3�QUIT�Returns to the PORT selected menu.��

�(4)	Sets the verify inhibit mode

(a)	Panel display
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(b)	Contents of display

No.�Message displayed�Description��1�ON�Does not inhibit. (default)��2�OFF�Inhibits.��3�QUIT�Returns to the initial menu.��

(5)	Sets the stripe size

(a)	Panel display
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(b)	Contents of display

No.�Message displayed�Description��1�16KB�16 kbytes.��2�32KB�32 kbytes.��3�64KB�64 kbytes. (default)��3�QUIT�Returns to the initial menu.��

�(6)	Sets the LAN configuration

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Contents of display

No.�Message displayed�Description��1�CONNECT LAN�Sets whether or not the LAN is connected.��2�IP ADDRESS�Sets the IP address.��3�SUB NET MASK�Sets the sub-net mask value.��4�DEFAULT GATEWAY�Sets the default gateway address.��5�ETHER ADDRESS�Sets the Ethernet address.��6�QUIT�Returns to the initial menu.��

(6-1) Sets whether or not the LAN is connected

(a)	Panel display
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(b)	Contents of display

No.�Message displayed�Description��1�CONNECT�LAN connected.��2�NOT CONNECT�LAN not connected. (default)��3�QUIT�Returns to the LAN configuration setting menu.��

(6-2) Sets the IP address

(a)	Panel display
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(b)	Contents of display

No.�Message displayed�Description��1�AUTO SELECT	(‡1)�IP address is detected and set automatically.��2�MANUAL	(‡1)�IP address is set manually. (default)��3�QUIT�Returns to the LAN configuration setting menu.��‡1 : This menu is displayed only with flash program Rev. B10 and later, and supported with MICRO_Disk_Ver. 0404, 4404, 0454, 4454, and later respectively.



�(6-2-1) Sets the IP address manually

(a)	Panel display
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(b)	Key and other operations (Refer to ( on PNL-0030 for the key input.)

(i)	Using the �EMBED Word.Picture.6��� and �EMBED Word.Picture.6��� keys changes the cursor position.

(ii)	Skip the period “.” when moving the cursor or entering the value.

(iii)	Left justify each entered value (000 to 255) partitioned by periods “.”.

(iv)	Press the �EMBED Word.Picture.6��� key to define the entered value.

(v)	If the entered value is invalid, the previous value is displayed again.

(vi)	When the setting is completed, the screen returns to that of the LAN configuration setting menu.



�(6-3) Sets the sub-net mask value

(a)	Panel display
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(b)	Key and other operations (Refer to ( on PNL-0030 for the key input.)

(i)	Using the �EMBED Word.Picture.6��� and �EMBED Word.Picture.6��� keys changes the cursor position.

(ii)	Skip the period “.” when moving the cursor or entering the value.

(iii)	Left justify each entered value (000 to 255) partitioned by periods “.”.

(iv)	Press the �EMBED Word.Picture.6��� key to define the entered value.

(v)	If the entered value is invalid, the previous value is displayed again.

(vi)	When the setting is completed, the screen returns to that of the LAN configuration setting menu.



(6-4) Sets the default gateway address

(a)	Panel display
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(b)	Key and other operations (Refer to ( on PNL-0030 for the key input.)

(i)	Using the �EMBED Word.Picture.6��� and �EMBED Word.Picture.6��� keys changes the cursor position.

(ii)	Skip the period “.” when moving the cursor or entering the value.

(iii)	Left justify each entered value (000 to 255) partitioned by periods “.”.

(iv)	Press the �EMBED Word.Picture.6��� key to define the entered value.

(v)	If the entered value is invalid, the previous value is displayed again.

(vi)	When the setting is completed, the screen returns to that of the LAN configuration setting menu.



(6-5) Ethernet address

(	Panel display
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