3.3	Configuration Information (SVP) Operating


The configuration information (SVP) function can be executed from the panel when the controller is in the ready status.�The menu items and their usage are as follows.


Table 3.3.1  Menu Items of the Configuration Information (SVP) Function (1/4)


No.�
Menu item�
Use�
Description�
Factory setting�
�
1�
RAID�
References/sets the RAID�
(	References the RAID.�
(�
�
�
CONFIG�
configuration information.�
(	Defines the RAID group.�
�
�
�
 (PNL-0500)�
�
(	Deletes the RAID group.�
�
�
2�
LU CONFIG�
References/sets the LU�
(	References the LU configuration information.�
(�
�
�
�
configuration information.�
(	Defines the LU.�
�
�
�
 (PNL-0540)�
�
(	Deletes the LU.�
�
�
�
�
�
(	Reference to execution state of LU formatting.�
�
�
�
�
�
(	Execution of LU formatting.�
�
�
�
�
�
(	Executes an LU formatting in the offline mode.�
�
�
�
�
�
(	Changes the controller for the LU.�
�
�
�
�
�
(	References the LU for Turbo LU function. (*1)�
The Turbo LU residence�
�
�
�
�
(	Defines the LU for Turbo LU function. (*1)�
function has not been introduced yet.�
�
3�
SYSTEM OPT (CUR)�
Sets the system option. (current value only)�
(	HDU restore execution mode.�
Online restoration and background mode.�
�
�
 (PNL-0610)�
�
(	Copy back restore mode.�
Automatic start.�
�
�
�
�
(	Correction copy restore mode.�
Automatic start.�
�
�
�
�
(	Setting of the dynamic sparing starting mode.�
RW ONV Execute mode.�
�
�
�
�
(	Sets the interval for restoring.�
10 [(10 ms]�
�
�
�
�
(	Sets the amount of data per disk recovery processing.�
32 [BLK]�
�
�
�
�
(	Sets the online verify.�
Execute mode.�
�
�
�
�
(	Sets the idling time.�
10 [s]�
�
�
�
�
(	Setting of a host report about a failure of an exchange part.�
OFF�
�
�
�
�
(	Setting of a host report about a failure recovery of an exchange part.�
OFF�
�
�
�
�
�EMBED Word.Picture.6���	Setting of a host report when an excess of the threshold value occurred.�
OFF�
�
*1 :	This menu is displayed only when the Turbo LU residence function is valid (unlocked). (To validate the function, The DF-F400-WLU is required separately)





�
Table 3.3.1  Menu Items of the Configuration Information (SVP) Function (2/4)


No.�
Menu item�
Use�
Description�
Factory setting�
�
3�
SYSTEM OPT (SVD)�
Sets the system option. (saved value and current value)�
(	HDUrestore execution mode.�
Online restoration and background mode.�
�
�
 (PNL-0610)�
�
(	Copy back restore mode.�
Automatic start.�
�
�
�
�
(	Correction copy restore mode.�
Automatic start.�
�
�
�
�
(	Setting of the dynamic sparing starting mode.�
RW ONV Execute mode.�
�
�
�
�
(	Sets the interval for restoring.�
10 [(10 ms]�
�
�
�
�
(	Sets the amount of data per disk recovery processing.�
32 [BLK]�
�
�
�
�
(	Sets the online verify.�
Execute mode.�
�
�
�
�
(	Sets the idling time.�
10 [s]�
�
�
�
�
(	Setting of a host report about a failure of an exchange part.�
OFF�
�
�
�
�
(	Setting of a host report about a failure recovery of an exchange part.�
OFF�
�
�
�
�
�EMBED Word.Picture.6���	Setting of a host report when an excess of the threshold value occurred.�
OFF�
�
�
�
�
�EMBED Word.Picture.6���	Sets the job timeout.�
9 [s]�
�
�
�
�
�EMBED Word.Picture.6���	Sets the number of detection during resurrection timeout execution.�
Twice mode.�
�
�
�
�
�EMBED Word.Picture.6���	Sets the trespass mode. (*2)�
AUTO TRASPAS mode.�
�
4�
DRIVE�
Maintains the disk.�
(	Specifies to lock the HDU.�
(�
�
�
MAINTE�
�
(	Specifies to restore the HDU.�
(Maintenance�
�
�
�
�
(	References the HDU restore condition.�
cannot be done at�
�
�
 (PNL-0700)�
�
(	HDU self-diagnostic.�
the time of�
�
�
�
�
(	Checks the parity compatibility.�
shipment)�
�
�
�
�
(	ECC check.�
�
�
�
�
�
(	LA check.�
�
�
�
�
�
(	Restores the system information.�
�
�
�
�
�
(	Reference of the HDU failure statistical information.�
�
�
5�
MICRO VER/REV


 (PNL-0790)�
References the micro program version/revision No.�
References the micro program version/revision.�
Version at the time of shipment.�
�
6�
GATHERING (CTL0)�
Collects the information of the controller #0 in the dual�
(	Outputs the dump data stored in the HDU to the floppy disk.�
(�
�
�



 (PNL-0790)�
system configuration to the floppy disk.�
(	Outputs the trace information stored in the HDU to the floppy disk.�
Setting to output all traces is made.�
�
�
�
�
(	Outputs the trace information in the memory to the floppy disk.�
�
�
�
�
�
(	Output of HDU configuration information onto the FD. (‡2)�
(�
�
�
GATHERING (CTL1)�
Collects the information of the controller #1 in the dual�
(	Outputs the dump data stored in the HDU to the floppy disk.�
(�
�
�



 (PNL-0790)�
system configuration to the floppy disk.�
(	Outputs the trace information stored in the HDU to the floppy disk.�
Setting to output all traces is made.�
�
�
�
�
(	Outputs the trace information in the memory to the floppy disk.�
�
�
�
�
�
(	Output of HDU configuration information onto the FD. (‡2)�
(�
�
*2 :	This menu is displayed only when ‘TRESPASS MODE’ has been set for ‘SPECIAL CONNECT’ of the system parameter.


‡2 : This menu is supported only with MICRO_Disk_Ver. 0406, 4406, 0456, 4456, and later respectively.





�
Table 3.3.1  Menu Items of the Configuration Information (SVP) Function (3/4)


No.�
Menu item�
Use�
Description�
Factory setting�
�
7�
MEMORY MAINTE


 (PNL-0850)�
[Use inhibited]�
Do not use this menu item.�
(�
�
8�
RECV ERR INFO


 (PNL-0890)�
Displays a failure during online recovery.�
Displays a failure during online recovery.�
(


(No failure)�
�
9�
PIN INFO


 (PNL-0900)�
Displays whether or not the PIN data exists for each LU.�
Displays whether or not the PIN data exists.�
(


(No pinned data)�
�
10�
WARNING INFO


 (PNL-0900)�
Displays the warning message which is not yet recovered.�
Displays only the warning information at the moment.�
(


(No warning)�
�
11�
CLEAR LOG (CTL0)


 (PNL-0910)�
Clearing log information of controller #0.�
Clears the statistics related to the controller and the host.�
(�
�
�
CLEAR LOG (CTL1)


 (PNL-0910)�
Clearing log information of controller #1.�
Clears the statistics related to the controller and the host.�
(�
�
12�
THRESHOLD





 (PNL-0920)�
Reference/setting of the threshold value.�
Reference/setting of the threshold value.�
Varies with the item. Refer to the explanation of the menu.�
�
13�
CTL POWER�
Menu for turning on/off the�
(	Turns on the controller power.�
(�
�
�
(PNL-0940)�
CTL power.�
(	Turns off the controller power.�
�
�
14�
VOLUME�
Controls the buzzer volume.�
(	Sets the buzzer volume.�
Buzzer volume�
�
�
 (PNL-0960)�
�
(	Confirms the set buzzer volume.�
=4�
�
15


(‡1)�
SERIAL


NUMBER�
Writes or reads information on/from the FD for serial�
( Writes the serial number control information on the FD.�
(�
�
�
 (PNL-0961)�
number control.�
( Read the serial number control information from the FD.�
�
�
16�
LAN INFO�
Display of current IP address�
( Display of current IP address value. (‡1)�
000.000.000.000�
�
�
�
and current SUB NET MASK�
( Display of current SUB NET MASK value. (‡1)�
000.000.000.000�
�
�
 (PNL-0963)�
value.�
( Display of current GATEWAY address value. (‡2)�
000.000.000.000�
�
‡1 : This menu is supported only with MICRO_Disk_Ver. 0404, 4404, 0454, 4454, and later respectively.


‡2 : This menu is supported only with MICRO_Disk_Ver. 0406, 4406, 0456, 4456, and later respectively.


� : Not displayed in the data reference mode.





�
Table 3.3.1  Menu Items of the Configuration Information (SVP) Function (4/4)


No.�
Menu item�
Use�
Description�
Factory setting�
�
17


(‡1)�
OPTION SET�
To be used for references and settings when introducing the�
( Unlocks the optional function.�
No optional feature is installed.�
�
�
 (PNL-0965)�
optional functions. (*3) (*4)�
( Locks the optional function.�
�
�
18�
FIBRE CONFIG�
Information regarding the�
( Setting of topology information for each controller.�
Topology=FC_AL�
�
��



 (PNL-0970)�
Fibre Channel is referred to and set.


This menu is displayed�
( Reference to and setting of own port information.�
NODE	=(00)16


PORT	=(00)16


N_PORT	=(EF)16�
�
�
�
only on the Fibre Channel version.�
( reference to and setting of security information.�
ACC GUARD


=DISABLE


HOST PERMISSION


NODE	=(00)16


PORT	=(00)16


N_PORT	=(EF)16


The LUN security function has not been introduced.�
�
�
�
�
( Reference to the revisions of various firmwares in the SFC.�
SFC firmware revision at the time of shipment.�
�
*3 : This menu is not displayed depending on the version.


*4 : The optional functions include the Turbo LU residence function, LUN security function, Dual Active ID take-over function and Password security protection function.


‡1	:	The Turbo LU residence function is supported by MICRO_Disk_Ver. 0404, 4404, 0454, 4454, and later.


	:	The LUN security function is supported by MICRO_ Disk_Ver. 0459, 4459, and later.


	:	The dual active ID take-over function is supported by MICRO_ Disk_Ver. 0409, 4409, 0459, 4459, and later.


	:	The password security protection function is supported by MICRO_Disk_Ver. 040A, 440A, 045A, 445A, and later.





�
3.3.1	SVP operation procedure


Procedure 1 :	Sets the SVP panel security functions


� EMBED Word.Picture.6  ���


Select the panel mode by pressing the �EMBED Word.Picture.6��� or �EMBED Word.Picture.6��� key.


No.�
Message displayed�
Description�
�
1�
REFER�
Data reference is possible.�
�
2�
SET�
Data reference and setting are possible.�
�
When No.1 “REFER” is selected, menus shown in prayed area in Section 3.5 “Panel Tree Structure” (on page PNL-1280 and succeeding pages) are not displayed.





Procedure 2 :	Starts the SVP operation


Press �EMBED Word.Picture.6��� key when the controller is in the ready status.


The following message is displayed on the panel.


� EMBED Word.Picture.6  ���





Procedure 3 :	Selects the menu item


Press �EMBED Word.Picture.6��� key once to display the next menu item.   Continue pressing this key until you get to the menu item desired.


� EMBED Word.Picture.6  ���





Procedure 4 :	Determines the menu item


When the desired menu item is displayed, press the �EMBED Word.Picture.6��� key.


Now, you can set the parameter for this menu item.


� EMBED Word.Picture.6  ���





Procedure 5 :	Operation for the menu item


Perform the operation described in Subsection 3.3.2 and after.





�
Procedure 6 :	Terminates the SVP operation


The following message is displayed by repeatedly pressing the �EMBED Word.Picture.6��� key on the menu item selection. Now, press the �EMBED Word.Picture.6��� key to terminate the SVP operation.


� EMBED Word.Picture.6  ���
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