(3)	System option setup menu


(a)	Panel display


(a-1) Setting only the current value


�EMBED Word.Picture.6���


(a-2) Setting the saved value and the current value
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(b)	Contents of display on the second line


No.�
Message displayed�
Description�
�
1�
RECOVERY MODE�
Sets the disk recovery execution mode.�
�
2�
COPYBACK MODE�
Sets the copy-back is automatically started.�
�
3�
CORRECTION MODE�
Sets the correction copy is automatically started.�
�
4�
DYNAMIC SPARE�
Sets the dynamic sparing starting mode.�
�
5�
INTERVAL TIME�
Sets the interval time.�
�
6�
RECOVERY UNIT�
Sets the amount of data per disk recovery processing.�
�
7�
ONLINE VERIFY�
Sets the online verify.�
�
8�
IDLING TIME�
Sets the idling time.�
�
9�
WAR INFO�
A host report of an exchange part failure is outputted.�
�
10�
RCV INFO�
A host report of recovery of an exchange part failure is outputted.�
�
11�
STAT INFO�
A host report when an excess of the threshold value occurred.�
�
12�
JOB TIMEOUT (*1)�
Sets the job timeout.�
�
13�
RESEL TIMEOUT (*1)�
Sets the number of detection during reelection timeout execution.�
�
14�
TRESPASS MODE (*1) (*2)�
Sets the trespass mode.�
�
15�
(QUIT)�
Returns to the previous menu (SVP function selection menu).�
�
*1 :	For the item No.12 “JOB TIMEOUT” and item No.13 “RESEL TIMEOUT”, only the “SYSTEM OPT (SV)” is displayed.


*2 :	Item No.14 “TRESPASS MODE” is displayed only when TRESPASS MODE has been set for SPECIAL CONNECT of the system parameter.








�
(3-1) Sets the HDU recovery execution mode


(a)	Panel display
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(b)	Contents of display on the second line


No.�
Message displayed�
Description�
�
1�
BACK. (ONLINE)�
Sets the background mode for online recovery. (*1)�
�
2�
BACK. (FORCED)�
Sets the background mode for forced recovery.�
�
3�
INTER. (ONLINE)�
Sets the interleave mode for online recovery. (*1)�
�
4�
INTER. (FORCED)�
Sets the interleave mode for forced recovery.�
�
5�
CONST. (ONLINE)�
Sets the interleave time assuring mode for online recovery. (*1)�
�
6�
CONST. (FORCED)�
Sets the interleave time assuring mode for forced recovery.�
�
7�
(QUIT)�
Returns to the previous menu (system option setup menu).�
�
*1 :	Even when selecting “ONLINE”, the same operation as selecting “FORCED” is performed.


(c)	Key and other operations
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�
(3-2) Sets the copy-back is automatically started


(a)	Panel display
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(b)	Contents of display on the second line


No.�
Message displayed�
Description�
�
1�
AUTOMATICALLY�
Copy-back is automatically started. (*)�
�
2�
NOT AUTOMATIC.�
Copy-back is not automatically started.�
�
3�
(QUIT)�
Returns to the previous menu (system option setup menu).�
�
* :	When copy-back has been needed during another copy-back, next copy-back is automatically started after the current copy-copy back.�(This function is supported only with MICRO_Disk_Ver. 0404, 4404, 0454, 4454, and later respectively)


(c)	Key and other operations


Same as the item (3-1).





(3-3) Sets the correction copy is automatically started


(a)	Panel display
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(b)	Contents of display on the second line


No.�
Message displayed�
Description�
�
1�
AUTOMATICALLY�
Correction copy is automatically started. (*)�
�
2�
NOT AUTOMATIC.�
Correction copy is not automatically started.�
�
3�
(QUIT)�
Returns to the previous menu (system option setup menu).�
�
* :	When copy-back has been needed during another copy-back, next copy-back is automatically started after the current copy-copy back.�(This function is supported only with MICRO_Disk_Ver. 0404, 4404, 0454, 4454, and later respectively)


(c)	Key and other operations


Same as the item (3-1).








�
(3-4) Sets the dynamic sparing starting mode


(a)	Panel display
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(b)	Contents of display on the second line


No.�
Message displayed�
Description�
�
1�
R/W ONV EXECUTE�
Ordinarily starts the dynamic sparing by Read/Write and the online verify.�
�
2�
R/W EXECUTE�
Ordinarily starts the dynamic sparing by Read/Write only.�
�
3�
NOT EXECUTE�
Does not start the dynamic sparing.�
�
4�
(QUIT)�
Returns to the previous menu screen.�
�
(c)	Key and other operations


Same as the item (3-1).





(3-5) Sets the interval time


(a)	Panel display
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(b)	Contents of display on the second line


No.�
Message displayed�
Description�
�
1�
((( ( 10 ms�
Specifies the interval time in the interleave mode or the startup determination time in the background mode using a number between 0 and 255. “(((” indicates the current value.


(default:10)�
�
Notice :	“QUIT” is not displayed.  To return to the provious system option setting menu, press the � EMBED Word.Picture.6  ��� key.


(c)	Key and other operations


Use the �EMBED Word.Picture.6���, �EMBED Word.Picture.6���, and number keys to specify the numerical value while the data in the item No.1 is being displayed. (The cursor wraps around within the range of “(((”.)�Then, press the �EMBED Word.Picture.6��� key to define the input value. (If the input value is invalid, prompts to reenter a value)�To return to the just prior system option setting menu, press the � EMBED Word.Picture.6  ��� key.








�
(3-6) Sets the amount of data per disk recovery processing


(a)	Panel display
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(b)	Contents of display on the second line


No.�
Message displayed�
Description�
�
1�
((((( Blocks�
Specifies the value regarding 512 bytes as 1 for the amount of data per disk recovery processing. The value shall be a multiple of 32 within the range from 32 to 65504.


“(((((” indicates the current value. (default:32)�
�
Notice :	“QUIT” is not displayed.  To return to the provious system option setting menu, press the � EMBED Word.Picture.6  ��� key.


(c)	Key and other operations


Use the �EMBED Word.Picture.6���, �EMBED Word.Picture.6���, and number keys to specify the numerical value while the data in the item No.1 is being displayed. (The cursor wraps around within the range of “(((((”.)�Then, press the �EMBED Word.Picture.6��� key to define the input value. (If the input value is invalid, prompts to reenter a value)�To return to the just prior system option setting menu, press the � EMBED Word.Picture.6  ��� key.





(3-7) Sets the online verify


(a)	Panel display
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(b)	Contents of display on the second line


No.�
Message displayed�
Description�
�
1�
EXECUTE�
The online verify is done.�
�
2�
NOT EXECUTE�
The online verify is not done.�
�
3�
(QUIT)�
Returns to the previous menu (system option setup menu).�
�
(c)	Key and other operations


Press the �EMBED Word.Picture.6��� or �EMBED Word.Picture.6��� key to select an item. Then, press the �EMBED Word.Picture.6��� key.


The current selection is preceded by an asterisk “*”.








�
(3-8) Sets the idling time


(a)	Panel display
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(b)	Contents of display on the second line


No.�
Message displayed�
Description�
�
1�
DEFAULT (10 sec)�
Sets the default time (10 seconds).�
�
2�
(( seconds�
Specifies a time other than the default within the range from 1 (01) to 30. “((” indicates the current value.


“00” is indicated in “((” for the default.


Note : When “00” is displayed, it shows that the DEFAULT setting (10 seconds) has been made.�
�
Notice :	“QUIT” is not displayed.  To return to the provious system option setting menu, press the � EMBED Word.Picture.6  ��� key.


(c)	Key and other operations


Use the �EMBED Word.Picture.6���, �EMBED Word.Picture.6���, and number keys to specify the numerical value while the data in the item No.1 is being displayed. (The cursor wraps around within the range of “((”)�Then, press the �EMBED Word.Picture.6��� key to define the input value. (If the input value is invalid, prompts to reenter a value)�To return to the just prior system option setting menu, press the � EMBED Word.Picture.6  ��� key.





(3-9) Reported to the host on a replaced part


(a)	Panel display
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(b)	Contents of display on the second line


No.�
Message displayed�
Description�
�
1�
ON�
Reports.�
�
2�
OFF�
Non-reports. (default)�
�
3�
(QUIT)�
Returns to the previous menu.�
�
Selecting “ON” or “OFF” displays the following.
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or
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The above is displayed and the setting ends.








�
(3-10) Setting of a host report about a failure and recovery of an exchange part


(a)	Panel display
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(b)	Contents of display on the second line


No.�
Message displayed�
Description�
�
1�
ON�
Failure recovery is reported.�
�
2�
OFF�
Non-reports. (default)�
�
3�
(QUIT)�
Returns to the previous menu.�
�
Selecting “ON” or “OFF” displays the following.
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or
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The above is displayed and the setting ends.





(3-11) Setting of a host report when an excess of the threshold value occurred


(a)	Panel display
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(b)	Contents of display on the second line


No.�
Message displayed�
Description�
�
1�
ON�
An excess of the threshold value is reported.�
�
2�
OFF�
Non-reports. (default)�
�
3�
(QUIT)�
Returns to the previous menu.�
�
Selecting “ON” or “OFF” displays the following.
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or
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The above is displayed and the setting ends.








�
(3-12) Sets the job timeout


(a)	Panel display
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(b)	Contents of display on the second line


No.�
Message displayed�
Description�
�
1�
STANDARD (9s)�
Sets 9 seconds for the job timeout.�
�
2�
EXTENSION (28s)�
Sets 28 seconds for the job timeout.�
�
3�
SPECIAL (60s)�
Sets 60 seconds for the job timeout.�
�
4�
(QUIT)�
Returns to the previous menu (system option setup menu).�
�
(c)	Key and other operations


Press the �EMBED Word.Picture.6��� or �EMBED Word.Picture.6��� key to select an item. Then, press the �EMBED Word.Picture.6��� key.�The current selection is preceded by an asterisk “*”.





(3-13) Sets the number of detection during reselection timeout execution


(a)	Panel display
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(b)	Contents of display on the second line


No.�
Message displayed�
Description�
�
1�
TWICE�
Detaches the HDD if reselection timeout is detected twice consecutively.�
�
2�
ONCE�
Detaches the HDD if reselection timeout is detected once.�
�
3�
(QUIT)�
Returns to the previous menu (system option setup menu).�
�
(c)	Key and other operations


Press the �EMBED Word.Picture.6��� or �EMBED Word.Picture.6��� key to select an item. Then, press the �EMBED Word.Picture.6��� key.


The current selection is preceded by an asterisk “*”.








�
(3-14) Sets the TRESPASS MODE


(a)	Panel display
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(b)	Contents of display on the second line


No.�
Message displayed�
Description�
�
1�
AUTO TRSPAS�
Executes the command ignoring the ownership field.�
�
2�
NON AUTO TRSPAS�
Determines whether or not to execute the command according to the ownership field.�
�
3�
(QUIT)�
Returns to the system option setup menu(debug support menu) screen.�
�
(c)	Key and other operations
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