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Preface








In this manual, the operation procedure of WEB is explained for the maintenance personnel who maintains the DF500 Disk array device.








Cautionary Notes








On this manual


(	Hitachi, Ltd. owns the copyrights of this manual. No part of this manual may be reused or reproduced without permission of Hitachi, Ltd.


(	Hitachi, Ltd. is not liable for any troubles or accidents which caused by operations not written in this manual.


(	This manual may be revised without prior notice.


(	The disk array is a “class 1 laser system” which emits no hazardous laser beam.   Be sure to operate it according to this manual.   Do not perform any operations other than those written in this manual.   Otherwise, unexpected failures or accidents may be caused.
































Trademarks and copyrights


HP is a company name of Hewlett Packard Company, in the U.S.A.


IBM, AIX is a registered trademark of International Business Machines Corp. in the U.S.A.


IRIX is a product name of Sillicon Graphics, Inc. in the U.S.A.


Solaris is a product name of Sun Microsystems, Inc. in the U.S.A.


Sun is a registered trademark of Sun Microsystems, Inc. in the U.S.A.


Windows is a registered trademark of Microsoft Corp, Inc. in the U.S.A. and other countries.





Other company names and trade names described in this manual are trademarks or registered trademarks of each respective company.


�
Note


EMI Regulation


This equipment has been tested and found to comply with the limits for a Class A digital device, pursuant to Part 15 of the FCC Rules.   These limits are designed to provide reasonable protection against harmful interference when the equipment is operated in a commercial environment.   This equipment generates, uses, and can radiate radio frequency energy and, if not installed and used in accordance with the instruction manual, may cause harmful interference in which case the user will be required to correct the interference at his own expense.   Testing was done with shielded cables.   Therefore, in order to comply with the FCC regulations, you must use shielded cables with you installation.





EMI Regulation Labels Affixed on the Subsystem.


Floor model
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Rackmount model





� EMBED Word.Picture.6  ���





DF500	K6602525-





REV.1�
Jul.2000�
Aug.2000�
�
�
�
�
�
Copyright © 2000, Hitachi, Ltd.


WEB 00-0000





REV.1�
Jul.2000�
Aug.2000�
�
�
�
�
�
Copyright © 2000, Hitachi, Ltd.


WEB 00-0010





REV.1�
Jul.2000�
Aug.2000�
�
�
�
�
�
Copyright © 2000, Hitachi, Ltd.


WEB 00-0020





REV.1�
Jul.2000�
Aug.2000�
�
�
�
�
�
Copyright © 2000, Hitachi, Ltd.


WEB 00-0030








DF500


Disk Array Subsystem


Maintenance Manual


~for WEB~





REV.1





Read this manual carefully and keep it.�
�
(	Before starting operation, read the safety instructions carefully and fully understand them.


(	After reading this manual, keep it at hand for your reference.�
�
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