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�
1.1	The Operating Environment


The operating environment where is able to use WEB is shown below.   The operating environment is shown below.





No.�
Item�
Description�
Remake�
�
1�
OS�
Microsoft Windows 95/98/2000/NT 4.0


Solaris 2.6, IRIX 6.4�
�
�
2�
PC�
Pentium II 233 MHz, memory 64 Mbytes or more�
�
�
3�
WS�
Turbo Sparc 170 MHz, memory 256 Mbytes or more�
�
�
4�
Disk capacity�
360 Mbytes or more�
�
�
5�
Support browser�
Internet Explore 5.0�
�
�
�
�
Netscape Communicator 4.7�
�
�



�
1.2	The Characteristic of the Network Function


•	LAN interface�The connector for 10Base-T/100Base-TX is equipped with the Controller.   10Base-T/100Base-TX is selected automatic.


•	IP Address setting function by arp�The IP Address setting function by the arp/ping command can be used.   The IP Address setting function by arp/ping is limited to only when the IP Address is not changed from the factory setting value.


•	Network parameter�DF500 is having the following network parameter and can change/set up from the WEB browser/Disk array control program.





Network parameter�
Description�
Factory setting value�
Remark�
�
DHCP�
Enable/Disable of the DHCP function is set up.�
Disable�
�
�
IP Address�
The IP Address is changed/set up. �
192.168.0.16�
(*1)�
�
Subnet Mask�
The Subnet Mask is changed/set up. �
255.255.255.0�
�
�
Default Gateway�
The Default Gateway is changed/set up. �
–�
�
�
*1 :	The network connection is possible in the above IP Address (192.168.0.16) for the unchanging from the factory setting value. Please manage the IP Address after the change certainly, if the IP Address is changed from the IP Address of factory setting. �
�



�
1.3	Connection to the Network


1.3.1	Connection to the network


(1)	Connection to the network


•	LAN connector position


Please connect the LAN cable with the LAN connector that was shown in the figure.
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Figure 1.3.1  LAN Connector Position of Floor Model
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Figure 1.3.2  LAN Connector Position of Rackmount Model





(2)	LED display


LINK LED


LED status�
Network status�
�
Green�
That the link status of LAN is normal is shown.�
�
Off�
That the link status of LAN is abnormal is shown.�
�



ACTIVE LED


LED status�
Network status�
�
Green�
The data transmission by LAN is shown.�
�
Off�
The data transmission by LAN is not shown.�
�



�
1.3.2	Setting/change of the network parameter


The setting/change of the network parameter is possible with the following method.


•	Setting of the IP Address by arp/ping	(1)


Setting of the IP Address by the arp/ping command �from Windows 95, Windows NT 3.x Setting	(1-1)


Setting of the IP Address by the arp/ping command �from Windows 95, Windows NT 3.x	(1-2)


Setting of the IP Address by the arp/ping command from UNIX	(1-3)


•	Setting of the network parameter by the Web browser	(2)





(1)	Setting of IP Address by arp/ping


(1-1)	Setting of the IP Address by the arp/ping command from Windows 95, Windows NT 3.x Setting


The IP Address can be set up by the arp/ping command in accordance with the following procedure.


Notice : •	Do this work after an array unit becomes Ready.


•	The setting of the Controller that was connected with the LAN cable is only possible as the dual Controller configuration.


•	Only the IP Address is possible set up in arp/ping.   As for the setting of the network parameter other than it, please refer to the setting of the network parameters by the Web browsers of (2).


•	The IP Address setting by arp/ping is limited to only when the IP Address of the device is not changed from the factory setting value (192.168.0.16) to prevent the change of the IP Address that is not planned.


•	The setting of the IP Address by arp/ping is limited to only when the terminal that is used to setting is on the same network segment as DF500.


(a)	Execute the command below following the MS-DOS prompt of the Windows PS connected to the same network segment to which the subsystem is connected


arp   -s   IP address   Physical address


ping   IP address�
�
• IP address	: The IP Address where you want to set up to the device.


• Pysical address	: The Physical Address where it is displayed with the label of the Controller is divided to the units of 2 column with “-”and used.





Example :	When IP Address 192.168.15.64 is set up to the Controller of the Physical Address 00:00:87:12:34:56 (when there are 192.168.15.32 devices in the same network segment)


arp   -s   192.168.15.64  00-00-87-12-34-56


ping   192.168.15.64�
�



�
(b)	If the message such as “Reply from 192.168.15.64····” comes back from the device, the IP Address is set up normally.


(c)	In order to fix the IP Address, sequentially shutdown the subsystem once, wait for one minute, and then restart it.





�
(1-2)	Setting of the IP Address by the arp/ping command from Windows 95, Windows NT 3.x


The IP Address can be set up by the arp/ping command in accordance with the following procedure.


Notice : •	Do this work after an array unit becomes Ready.


•	The setting of the Controller that was connected with the LAN cable is only possible as the dual Controller configuration.


•	Only the IP Address is possible set up in arp/ping.   As for the setting of the network parameter other than it, please refer to the setting of the network parameters by the Web browsers of (2).


•	The IP Address setting by arp/ping is limited to only when the IP Address of the device is not changed from the factory setting value (192.168.0.16) to prevent the change of the IP Address that is not planned.


•	The setting of the IP Address by arp/ping is limited to only when the terminal that is used to setting is on the same network segment as DF500.


•	There is a problem in the arp command of Windows in Windows 95, Windows NT 3.x and need to issue ping to different network devices before executing the arp command in the IP Address and Physical Address of DF500.�Please prepare the IP Address of the device that is connected with the same network segment.


(a)	Execute the command below following the MS-DOS prompt of the Windows PS connected to the same network segment to which the subsystem is connected


ping   An IP address of other LAN device on the same network segment


arp   -s   IP address   Physical address


ping   IP address�
�
• IP address	: The IP Address where you want to set up to the device


• Pysical address	: The Physical Address where it is displayed with the label of the Controller is divided to the units of 2 column with “-”and used.





Example :	When IP Address 192.168.15.64 is set up to the Controller of the Physical Address 00:00:87:12:34:56 (when there are 192.168.15.32 devices in the same network segment)


ping   192.168.15.32


arp   -s   192.168.15.64  00-00-87-12-34-56


ping   192.168.15.64�
�



(b)	If the message such as “Reply from 192.168.15.64····” comes back from the device, the IP Address is set up normally.


(c)	In order to fix the IP Address, sequentially shutdown the subsystem once, wait for one minute, and then restart it.





�
(1-3)	Setting of the IP Address by the arp/ping command from UNIX


The IP Address can be set up by the arp/ping command in accordance with the following procedure.


Notice : •	Do this work after an array unit becomes Ready.


•	The setting of the Controller that was connected with the LAN cable is only possible as the dual Controller configuration.


•	Only the IP Address is possible set up in arp/ping.   As for the setting of the network parameter other than it, please refer to the setting of the network parameters by the Web browsers of (2).


•	The IP Address setting by arp/ping is limited to only when the IP Address of the device is not changed from the factory setting value (192.168.0.16) to prevent the change of the IP Address that is not planned.


•	The setting of the IP Address by arp/ping is limited to only when the terminal that is used to setting is on the same network segment as DF500.


(a)	Execute the command below following the UNIX machine connected to the same network segment to which the subsystem is connected.


arp   -s   IP address   Physical address   temp


ping   IP address�
�
• IP address	: The IP Address where you want to set up to the device.


• Pysical address	: The Physical Address where it is displayed with the label of the Controller is divided to the units of 2 column with “-”and used.





Example :	When IP Address 192.168.15.64 is set up to the Controller of the Physical Address 00:00:87:12:34:56 (when there are 192.168.15.32 devices in the same network segment)


arp   -s   192.168.15.64  00-00-87-12-34-56   temp


ping   192.168.15.64�
�



(b)	If the message such as “Reply from 192.168.15.64····” comes back from the device, the IP Address is set up normally.


(c)	In order to fix the IP Address, sequentially shutdown the subsystem once, wait for one minute, and then restart it.
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