(2)	Setting of the network parameter by the Web browser


Please change the network parameter in accordance with the following procedure.


Notice :	The network addresses for both Controllers are possible set up from the one side Controller as dual Controller configuration.


(a)	Turn off the main switch of the subsystem and make sure that the POWER LED (green) on the panel goes out.


(b)	Turn on the main switch of the subsystem.


(c)	Wait until the READY LED (green) or ALARM LED (red) comes on, then proceed to the procedure in step (d) and following steps.


(d)	Make sure that the WARNING LED (orange) is not blinking fast (at intervals of 125 ms).   If it is blinking fast, wait for a while (80 seconds at the longest).   It will cease to blink fast.   There is no problem if it blinks slowly (at intervals of one second).


(e)	Changing the maintenance mode.


�	Single Controller�Press the SRST switch of the single Controller.


�	Dual controller


(i)	Press the SRST switch of the Controller#0.


(ii)	Wait for a while (about ten seconds) and press the SRST switch of the Controller#1 immediately (within ten minutes) after the FAIL LED (red) of the Controller#0 comes on.


Notice :	Because the Controller is shutdown status for the Maintenance Mode, the command from the host is impossible execution.   Please change it to the Maintenance Mode after the confirmation of separation of the device from the host or shutdown of the host.


� EMBED Word.Picture.6  ���


Figure 1.3.2  Indiction Locations





�
(f)	Please input the IP Address of the Controller where was connected with the LAN cable to [Address] of the WEB browser.   Please input the IP Address of one Controller as the dual system configuration.�The network parameters of both controllers can be set up from one Controller.�For details (see WEB 01-0040)
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