Chapter 2.  The Normal Mode Operation Procedure





























2.1  Method that Enters to the Normal Mode	02-0010

2.2  Screen Outline	02-0020

2.3  Main Screen of the Normal Mode	02-0040

2.4  Display of Exchange Parts Status (Parts Information)	02-0080

2.5  Information Message	02-0120

2.6  Setting of the Buzzer Volume	02-0130





�2.1	Method that Enters to the Normal Mode

Please change the IP Address of the Controller to [Address] of the WEB browser, to enter to the Normal Mode.

Please set up the IP Address of the Controller where was connected with the network as the dual system configuration.   The status of the devices (both Controllers) can be monitored from one controller.�If it is connected, the next screen is displayed.

�� EMBED Paint.Picture  ���



�2.2	Screen Outline

If the function of the Normal Mode is shown with the menu form and clicked, the proper function is executed.   The main screen outline of the Normal Mode is shown below.
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Figure 2.2.1  Main screen outline of the Normal Mode



�(1)	Displayed item change

The “Displayed item change” displays the following information.

•	Serial No

Shows information on the product.

•	CTL

Shows the number of the Controller to which the WEB is connected.

•	IP

The version of the Microprogram of the device is shown.

•	Ver

The IP Address of the controller where it was connected is shown.



(2)	Menu frame

If the function of the Normal Mode is displayed with the menu frame and clicked, the proper function is executed.

•	Main

The Main screen of the Normal Mode is displayed.

•	Parts Information

The status of the exchange parts is displayed.

•	Information Message

The fault information that was detected during the device operation and the status of the device information are displayed.

•	Buzzer Volume

The screen that the Buzzer Volume is set up is displayed.

•	Page Refresh Mode

This is the button that sets up on/off of an automatic redisplay function.

If this is clicked, the mode of on/off changes.

As the [ON] display	: This is not refreshed.

As the [OFF] display	: The screen of the mainframe is refreshed every 5 seconds.�The refresh time currently (RTC) is displayed on the right top.



(3)	Main frame

•	Subsystem Status

The status of the device and the status of the exchange parts are displayed.

•	Progress Condition

The Progress Condition as the device booting is displayed.
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