2.3	Main Screen of the Normal Mode

The main screen of the Normal Mode is consisted of the Patrol Lamp, the summary of exchange parts status, the Progress Condition display box.

The Patrol Lamp shows the status of subsystem.�The “summary of replaceable component statuses” notifies of the trouble of the replaceable component by showing the component concerned colored in red.

The Main screen of the Normal Mode is shown below.
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Figure 2.3.1  Main screen of the Normal Mode



�(1)	Page Refresh Mode

This is the button that sets up on/off of an automatic redisplay function.

If this is clicked, the mode of on/off changes.

As the [ON] display	: This is not refreshed.

As the [OFF] display	: The page of the mainframe is refreshed every 5 seconds.�The refresh time currently (RTC) is displayed on the right top.



(2)	Patrol Lamp

Monitoring the device, the status is displayed.   The Status of the Patrol Lamp is shown below
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(3)	Display of Progress Condition

The Progress Condition as the device booting is displayed.



(4)	Summary of Exchange Parts Status

The condition of the exchange parts is displayed.   If the image of the part is clicked, the details of the proper part are displayed.   The status of each exchange part is shown below.



AC/DC power supply

Image�Status��� EMBED Word.Picture.6  ��� Green�• Normal��� Red�• AC/DC power supply error��

Disk drive

Image�Status��� EMBED Word.Picture.6  ��� Green�• Normal��� Red�• Disk drive error��

�Cache memory

Image�Status��� Green�• Normal��� Red�• Cache memory error��

Fan unit

Image�Status��� Green�• Normal��� Red�• Fan unit error��

Battery unit

Image�Status��� Green�• Normal��� Red�• Battery error��

Controller

Image�Status��� Green�• Normal��� Red�• Controller error��

ENC board

Image�Status��� Green�• Normal��� Red�• ENC board error��

�Fibre loop

Image�Status��� Green�• Normal��� Red�• Fibre loop error��
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Summary of exchange parts status
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