2.4	Display of Exchange Parts Status (Parts Information)


The display screen of exchange part status displays the status of the Disk drive, Controller, Cache memory, Fiber loop, Fan unit, Battery unit, AC/DC power supply, ENC board that are implemented.   Furthermore, this is not displayed, if it is not implemented.   Also, the exchange part of abnormal status displays a red image.   The Parts Information screen is shown below.
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Figure 2.4.1(1/3)  Screen of the Parts Information
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Figure 2.4.1(2/3)  Screen of the Parts Information
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Figure 2.4.1(3/3)  Screen of the Parts Information





The meaning of the image that displays it with the display screen of exchange part status is shown below.


(1)	Disk dive


Image�
Status�
�
� Green�
� Normal�
�
� Red�
� Fault has occurred to the Disk drive�
�
� Red line�
� Disk drive port that the fault occurred is not implementing the Disk drive�
�
NO display�
� Disk drive is not implemented (Except for the status where the Disk drive that the fault occurred was drawn out)


�
�






�
(2)	Controller


Image�
Status�
�
� Green�
� Normal�
�
� Red�
� Shutdown of the Controller 


(Status where it is not implemented with the setting of the dual system configuration is included)�
�
� Yellow�
� Fault of the battery backup circuit�
�
NO display�
� Even the fault has not occurred without being implemented with the setting of single system configuration


�
�



(3)	Cache memory


Image�
Status�
�
� Green�
� Normal�
�
� Red�
� Fault


(Status where is not implemented and extracted the fault cache memory is included)�
�
NO display�
� It is not implemented and there is not a fault





�
�



(4)	Battery unit


Image�
Status�
�
� Green�
� Normal�
�
� Red�
� There is a fault or not implemented�
�



(5)	Fan unit


Image�
Status�
�
� Green�
� Normal�
�
� Red�
� There is a fault or not implemented�
�






�
(6)	AC/DC power supply


Image�
Status�
�
�Green�
� Normal�
�
�Red�
� It is fault occurred or not implemented�
�



(7)	ENC board


Image�
Status�
�
� Green�
� Normal�
�
� Red�
� It is fault occurred or not implemented�
�



(8)	Fibre loop


Image�
Status�
�
� Green�
� Normal�
�
� Red�
� Fault�
�
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