(3)	Please click [Change] for the setting.�Please click [Back] of the browser for the unsetting.
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(4)	Please select the item that is set up from the pull-down menu of the corresponding item that is set up.   At this time, please set up the item that is set up all.
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�
Explanation with regard to each item


[Controller 0/1 Common]


� System Start Attribute


The System Operation Attribute is designated.


[Single Mode]	: This is Single controller configuration.


[Dual Active Mode]	: This is Dual controllers configuration.


[Hot Standby Mode]	: This is Hot standby configuration.


� Data Share Mode


The Data Share Mode Attribute is designated.


[Used]	: This is used with the Data Share Mode.


[Not Used]	: This is not used with the Data Share Mode.


� Data Striping Size


The Data Striping Size is designated.


[64 KB]	: The Striping data is created with 64 kbytes.


[32 KB]	: The Striping data is created with 32 kbytes.


[16 KB]	: The Striping data is created with 16 kbytes.


� LU Size Report to the Host


This is ineffective in a fibre channel version.


� Cache Mode


The Allocation Mode of the random read exclusive use buffer is designated.


[ALL OFF]	: The exclusive use buffer is not allocated for the random read.


[Random Mode]	: The exclusive use buffer is allocated for the random read.


� Operation if the Processor Failures Occurs


The operation as the processor fault occurrence is designated.


[Reset a Faule]	: A fault is reset.


[Shutdown the System]	: The controller is shutdown.


� Drive Detach Mode


The Drive Shutdown Mode is designated.


[Enable]	: The Drive Shutdown Mode is effectively.


[Disable]	: The Drive Shutdown Mode is ineffectively.


� Turbo LU Warning


If the LU cache residence function became ineffective, the Warning Report Mode is designated.


[Enable]	: The Warning is reported.


[Disable]	: The Warning is not reported.


� Report status (normal/warning)


The Report Mode of the Warning Status is designated.


[Enable]	: The Report Mode of the Warning Status is effectively.


[Disable]	: The Report Mode of the Warning Status is ineffectively.





�
[Controller 0] / [Controller 1]


� RS232C Error Information Outflow Mode


The Error Information Outflow Mode to RS232C is designated.


[OFF]	: The output of the error information is controlled.


[ON (NORMAL)]	: The output of the error information is not controlled.


[ON (HITRACK)]	: The output of the error information in HITRACK is controlled.
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