(3)	Please click [Change] for the setting.�Please click [Back] of the browser for the unsetting.
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(4)	Please select the item that is set up from the pull-down menu of the corresponding item that is set up.   At this time, please set up the item that is set up all.


� EMBED Paint.Picture  ���





�
Explanation with regard to each item


[Controller 0/1 Common]


• Command Queuing : The response value in the Inquiry command is shown.


[ON]	: The command queuing is executed.


[OFF]	: The command queuing is controlled.


• ROM Microprogram Version :


The response value of Product Revision Level (ROM Microprogram Version) in the Inquiry command is shown.


• RAM Microprogram Version :


The response value of Product Revision Level (RAM Microprogram Version) in the Inquiry command is shown.





[Controller]


• Write & Verify Executing Mode


The operations inside the Write & Verify command from the host are shown.


[ON (Does not inhibit)]	: The Write & Verify are executed.


[OFF (Inhibit)]	: This is executed and replace to the Write.


• ANSI Version :


The ANSI Version that responses with the Inquiry command is shown.


• LU Mapping Mode :


Whether or not LU Mapping is used is shown.





[Port A] / [Port B]


This item is not used in the fibre channel version.


• Save data pointer resource


• ROM Pseudo response command processing


• Target ID


• T-ID


• I/F Board Type / Rate	Single End


	Differential


	Ultra2
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