3.3.3	Initial Setup


This function installs the Microprogram after the clear of the configuration information of the array device, and set up the system parameter to the initial state.


The system parameter setting and configuration information setting are necessary after the execution of this function.


Notice :	Even the user data is cleared, along with the RAID group, the LU (Logical Unit) that were created, because the configuration information of the array device is cleared, when this function is used.�The update of the usual Microprogram should use "Microprogram Update", not this function.


(1)	Please click “Initial Setup”.
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(2)	If [Initial Setup] is clicked, the following window is displayed.


� EMBED Paint.Picture  ���





�
(3)	When the message shown below is displayed after a while, insert the FD (#1) into the Floppy disk drive following the message requiring the FD to be inserted and click on [OK].
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(4)	If the Microprogram is installed before, the following confirmation message is displayed.�Please click [OK], if the setting is continued.   Please click [Cancel], if the setting is stopped.
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(5)	Please exchange the FD and click [OK], if the message is displayed as the FD is exchanged with the timing of the FD exchange (repeat this with all the number of sheets of the FD).
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(6)	If normal completion, the following window is displayed.�Please click [OK], if the system parameter is clear.   Please click [Cancel], if the system parameter is not clear.
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(7)	If [OK] is clicked, the following window is displayed.
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(8)	When the process completes normally, the following window is displayed.   After making sure that the process has completed normally, click on [OK].
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