(4)	Installing the ENC board


Since the ENC boards of the RK and RKA are different from each other, install each of them in the specified location taking care not to install the wrong one.�The ENC (RK) board for the RK has two connectors for connecting the ENC cables.�The ENC (RKA) board for the RKA has four connectors for connecting the ENC cables.


(a)	Remove the rear cover.   Keep it until it is reinstalled after the subsystem is installed. (See page INST 01-0110.)


(b) Insert the ENC (RK) board into the specified location in the subsystem with its lever being raised, then return the lever in the direction shown by the arrow ((().


(c) Insert the ENC (RKA) board into the specified location in the subsystem with its lever being raised, then return the lever in the direction shown by the arrow ((().





� EMBED Word.Picture.6  ���


Figure 2.5.4  Installing ENC Board





�
(5)	Installing AC/DC power supply


Since the AC/DC power supplies of the RK and RKA are different from each other, install each of them in the specified location taking care not to install the wrong one.





(a)	Remove the rear cover.   Keep it until it is reinstalled after the subsystem is installed. (Refer to Subsection 1.3.2 “How to attach/remove rear cover of the floor model” on page INST 01-0110.)


(b)	Make sure that the breaker is turned off.


(c)	Insert the two AC/DC power supplies (RK) into the specified position in the subsystem until it is latched with a click.


(d)	Insert the two AC/DC power supplies (RKA) into the specified position in the subsystem until it is latched with a click.
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Figure 2.5.5  Installing AC/DC Power Supply





�
(6)	Installing the Disk drive


(a)	Remove the front bezel.   Keep it until it is reinstalled after the subsystem is installe. (See page INST 01-0090.)


(b)	Mount the Disk drive.�Insert the Disk drive aligning its positioning mark with that at the location where the Disk drive is to be installed on the indication panel.


(c)	Make sure that the mounted Disk drives are secured.�To make sure of it, pull the Disk drive lightly to see if it cannot be pulled out.


(d)	Attach the dummy (disk drive) to the each disk drive slot in which no Disk drive is installed.
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Figure 2.5.6  Installing Disk Drive





�
(7)	Setting device ID number


The device ID number of the RK has been set to #0.   Set the device ID number of the RKA to be connected to #1.
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Figure 2.5.7  Mounting Locations of Disk Drives
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