2.9	Setting the Power Control Mode (Local/Remote Mode)


Set the mode of the power control.   When the Remote mode is selected, the remote control to control turning on/off of the subsystem power by a host computer is enabled.


(1)	Procedure for setting the Remote/Local mode


Make the setting after selecting the procedure according to the interface type.
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(2)	Setting the DIP switch


Set the mode to Local or Remote.





Table 2.9.1 Power Control Mode Settings and Corresponding Operation Modes


����
Mode switch (4 bits)�
�
�
�
�
1�
2�
3�
4�
�
�
�
1�
OFF�
OFF�
OFF�
OFF�
LOCAL�
Local mode�
�
2�
ON�
OFF�
OFF�
OFF�
SCSI Remote�
Remote mode using the SCSI terminator power.�
�
3�
OFF�
ON�
OFF�
OFF�
Fibre Channel Remote�
Remote mode using the HOST AC (using remote adapter) power.�
�
4�
 ON�
ON�
-�
-�
-�
Not Setup (No Power on)�
�
5�
ON�
ON�
ON�
OFF�
UPS Interlock mode 1�
Interlock mode 1 with an UPS exclusive for the subsystem


To set the mode, connect AC#0 and AC#1 to the UPS and an external and an external AC power supply or the PDB of the U6 rack frame respectively.�
�
6�
ON�
OFF�
OFF�
ON�
UPS Interlock mode 2�
Interlocking mode 2 with an UPS exclusive for the subsystem


To set the mode connect AC#0 and AC#1 to the one UPS.�
�
7�
OFF�
OFF�
ON�
ON�
UPS Interlock mode 3�
Interlocking mode 3 with an UPS exclusive for the subsystem


To set the mode, connect each of AC#0 and AC#1 to the different UPSs.�
�
�           ( Do not make this setting when the UPS is not connected.�
�
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Figure 2.9.1  Location of DIP Switch for Setting Power Control Mode








�
2.10	Attaching Rear Cover


(1)	Make the rear cover hanged on the upper hanger.


(2)	Then, fix the rear cover which is in the status above by mating the ball catches and pushing the rear cover against the main body.
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Figure 2.10.1  Attaching Rear Cover





�
2.11	Installing Skirt


(1)	Install the skirt by engaging the duracon catches.


(2)	Attach the front bezel. (Refer to Subsection 1.3.1, “How to attach/remove front bezel of the floor model” on page INST 01-0090.)
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Figure 2.11.1  Installing Skirt
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