3.10	Connecting a Service PC and the Subsystem


3.10.1	Newly installed subsystem


When connecting a subsystem which has been newly installed, follow the flowchart below.
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(1)	Checking the LAN environment setting


(a)	Make sure that the Disk Array management program has been installed. (Make sure that the activation file mango. bat exists.)


(b)	Checking the LAN environment setting for the PC


•	Make sure that the following settings have been made or change the settings to the following.


No.�
Network parameter�
Setting of the PC environment�
Setting of the LAN environment of the subsystem�
�
1�
IP Address�
192.168.0.((*1)�
192.168.0.16�
�
2�
Subnet Mask�
255.255.255.0�
255.255.255.0�
�
3�
Default MASK�
No setting is needed.�
0.0.0.0�
�
*1 :	For the “(”, set any value (1 to 255) which is not duplicate with that of the subsystem.�
�



•	The default setting values for the subsystem when shipped from the factory are:�IP address = 193.168.0.16 and Subnet mask = 255.255.255.0.   However, they may be different from the default values when the solution service is ordered.   In this case, make the setting referring to the current settings as they are shown in the “Field Adjustment Instructions for DF Series” supplied with the subsystem.





�
(2)	Connecting the LAN cable


Connect LAN connectors of the Controller#0 of the subsystem and a PC.
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Figure 3.10.1  Connecting the LAN cable





�
(3)	Registering the newly introduced DF in the Disk Array management program


(a)	Activating the Disk Array management program


(i)	Execute the batch file or shell script for activating the manager.


In the case of Windows, activate the batch file, mango.bat.�In the case of Solaris or IRIX, activate the shell script, mango(‡1).


(ii)	The manager is activated in the Standard mode and the main window is displayed(‡2).


�





In the case of Windows, the prompt window is also displayed.�Close the prompt window because it has nothing to do with the operation of the manager.�You can do the “Icon Minimization” or “Program Quitting” automatically by specifying the “Icon Minimization” or “Program Quitting” for the property of the batch file.�You can execute the display of the manager operation mode and state of the failure monitoring and the following functions in the main window.�For the operation of each function, refer to the page explaining each function.


•	Registration of the disk array subsystem (registration, deletion, change, and display)


•	Execution of the failure monitoring and setting of the failure monitoring option


•	Change of the operation mode


•	Setting and change of the login password for the control mode


•	Display of the version





When changing the operation mode, execute the “Mode Change”.




















‡1 :	When activating the batch file or shell script, execute the batch file or shell script under the same directory as that of the program of the manager.


‡2:	When the manager is activated for the first time, the [Mode Change] button is displayed in half tone.   You can make the [Mode Change] button effective by clicking the [Password Change] button and registering the password.


�
(b)	Changing the manager mode


The manager has two modes, the Standard mode and the Management mode.�In the Standard mode, the configuration and status of the disk array subsystem are displayed. �In the Management mode, the configuration of the disk array subsystem can be set in addition to the functions of the Standard mode.


(i)	Changing the Standard mode to the Management mode


Change the operation mode from the Standard mode to the Management mode.�When the login has been made in the Standard mode, “Standard Mode” is displayed on the right of the “Operation Mode:” on the upper right in the main winder.


(	Click the [Mode Change] button in the main window.


�





(	The window for the password entry is displayed.   Enter a password and click [OK] button.


�





(	[Control Mode] is displayed on the right of the [Operation Mode:], and the manager operates in the Management mode.





�
(ii)	Changing the Management mode to the Standard mode


Change the operation mode from the Management mode to the Standard mode.   When the login has been made in the Management mode, “Management Mode” is displayed on the right of the “2Operation Mode:” on the upper right in the main winder.


(	Click the [Mode Change] button in the main window.


�





(	The message asking for the confirmation is displayed.   Click [OK] button.


�





(	[Standard Mode] is displayed on the right of the [Operation Mode:], and the manager operates in the Standard mode.





�
(c)	Registering the disk array subsystem


Register the disk array subsystem to be operated in order to operate it from the manager.�A temporary registration of the disk array subsystem which does not exist cannot be done.


(i)	Click the [Registration] button in the main window.


�





(ii)	Enter the information for the registration and click the [OK] button(‡1).
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No.�
Item�
Setting�
�
1�
Unit name�
DF500�
�
2�
Group name�
Not needed�
�
3�
Array unit type�
DF500 Dual�
�
4�
Connection mode�
LAN�
�
5�
Controller 0�
IP address�
192.168.0.16(*1)�
�
6�
Controller 1�
IP address�
Not needed�
�
7�
Failure monitoring�
OFF�
�
*1 :	The default setting values for the subsystem when shipped from the factory are: �IP address = 193.168.0.16 and Subnet mask = 255.255.255.0.   However, they may be different from the default values when the solution service is ordered.   �In this case, make the setting referring to the current settings as they are shown in the “Field Adjustment Instructions for DF series” supplied with the subsystem.�
�



‡1: In the disk array subsystem with the dual system, only one Controller can be used.   For the “Disk Array Subsystem Model”, select a model of the disk array subsystem to be connected.   For the “Controller 0 IP address/Host name/Device name” and “Controller 1 IP address/Host name/Device name”, make the entry for the connected Controller only.


DF500	K6602339-
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