Chapter 4.  Installing Rackmount Model with U4 Rack Frame
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4.1	Procedures for Installing Rackmount Model with U4 Rack Frame


(1)	Procedures for installation


When installing or moving the subsystem, perform the work after ascertaining the tems included in the work shown below.
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Customers are requested to install the Failure Notification Program (including connection of the RS232C cables) by themselves.





(2)	Tools required


The following tools are required for the installation.


Table 4.1.1  Tools Required


Division�
Tool name�
Specification�
Usage�
�
Tool�
Phillips screwdriver�
No.2�
Instalation of rairts and securing the subsystem.�
�
�
Allen wrench�
No.4�
Connection of power cable.�
�
�
Allen wrench�
No.6�
Opening/closing of doors�
�
�
Spanner�
No.22�
Adjustment of leveling bolts�
�
Tool �
LAN cross cable�
Category 5�
For connecting a service PC and the subsystem�
�
of other�
PC for maintenance�
Pentium II 233 M Hz 


Memory : 64 M byte or more�
For maintenance�
�



�
(3)	Optional Parts Required for Installation


A necessary option part and the quantity are shown next to mount RK or RKA.


(a)	Optional Parts Required for Installation (Model names : DF-F500-U4)





Table 4.1.2  Parts Required for Installation of DF-F500-U4(*1)


No.�
Product name�
Parts No.�
Quantity�
Comment�
�
1�
U4 rack frame�
(�
1�
(�
�
2�
AC power cable�
(�
4�
(�
�
*1 :	Exclusive rack frame for mounting an RK and RKA(s)�
�



(b)	Other Optional Parts Required for Installation


Table 4.1.3 and 4.1.4 shows optional parts required to install one RK or RKA.�As many kits as the subsystems to be mounted are required.





Table 4.1.3  Parts Required for Installation of DF-F500-URHP5


No.�
Product name�
Parts No.�
Quantity�
Comment�
�
1�
Rail�
3258442-1�
1�
For right hand side�
�
2�
Rail�
3258442-2�
1�
For left hand side�
�
3�
Spacer�
5508959-1�
2�
For the RK�
�
4�
Spacer�
5508960-1�
2�
For the RKA�
�
5�
Stopper�
5510051-1�
2�
For the rail�
�
6�
Bind screw (M4(8)�
SB408�
4�
For securing the stopper�
�
7�
Bind screw (M5(16)�
SB516�
8�
For securing the rail�
�
8�
Bind screw (M5(32)�
SB532�
8�
For securing the RK or RKA�
�
�
�
�
�
For securing the spacer�
�
9�
LL washer�
2051001-432�
4�
For securing the stopper�
�
10�
Fastener�
5486485-1�
14�
For securing the rail�
�
�
�
�
�
For securing the RK or RKA�
�
*1 :	Rail kit for mounting the RK(s) and RKA(s) on the U4 rack frame�
�



Table 4.1.4  Parts Required for Installation of Other Option


No.�
Product name�
Parts No.�
Quantity�
Comment�
�
1�
Decoraton panel�
DF-F500-UD05D�
1�
Panel to cover vacant space (0.5U) of the U4 rack frame�
�









�
4.2	Unpacking Rack frame


The exterior of the packed rackframe is shown in the Figure 4.2.1.�The procedure for unpacking the U4 rack frame is shown below.


(1)	Remove the external packaging and packing materials.


(2)	Take the rack frame out of the polyethylene bag.


(3)	Check all items provided with the U4 rack frame against the table below.
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Figure 4.2.1  Packed Status of the U4 Rack Frame








�
(2)	Inspecting all the components visually


Check visually the unit appearance for distortion or damage during the transportation.
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Figure 4.2.2  Exterior Rack Frame





(3)	Checking contents of package


Check if the contents of the package (their model names, product serial numbers, and quantities) agree with those in the packing list shipped with the subsystem.
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4.3	Installing Rack Frame


4.3.1	Installation and maintenance areas


Figure 4.3.1 shows installation and maintenance areas for the DF-F500-U4 rack frame.
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Figure 4.3.1   Installation and Maintenance Areas of Rack Frame





�
4.3.2	Installing U4 rack frame


(1)	Settling the rack frame


Settle the rack frame in the installation site by adjusting the leveling bolts.


(a)	Turn the each leveling bolt in the direction shown by the arrow so that the clearance between the caster and the floor becomes 2.5mm.


(b)	Adjust the leveling volts so that the tilts of the subsystem to the front or rear and left or right become 0 ± 2mm.
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Figure 4.3.2  Adjusting Leveling Bolts








�
(2)	Removing the filler panel


When the filler panels have been attached, it is necessary to remove the one(s) attached to the location(s) where the subsystem(s) is to be mounted.


(a)	Pull the filler panel toward you.


(b)	The filler panel will be come off.
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Figure 4.3.3  Removing Filler Panel(s)








�
(3)	Installing the rails


Notice :	Do not use a space of one EIA unit on the bottom of the rack frame because it may be used for installing the PDU.


(a)	Slide the stopper in the direction shown by the arrow and temporarily fix it to the Rail (R) using the binding screws and LL washers ( (at two places.).


(b)	On the right side of the installation location in the rack frame, align the round holes of the Rail (R) with those of the rack frame and insert the fasteners (at four places in total in front and rear.).


(c)	Fasten the Rail (R) to the rack frame using the binding screws ( (at four places each on the front and rear sides.).


(d)	Temporarily attach the stopper (L) to the rail (L), and secure the rail (L) to the rack frame in the same way.
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Figure 4.3.4  Installing Rails


�
(4)	Installing the fastener


(a)	Install the fasteners to the rack frame
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Figure 4.3.5  Location of Installing the Fastener





�
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Figure 4.3.6  Relationship between the Installing Positions of the Rail and the Fastener
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