4.7	Connecting Cables
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Take full care to connect cables correctly.


Because operation of the subsystem is affected by the cable routing, follow the “Notes on cable routing” in Item (2) in Section 1.1 on page INST 01-0010.


The cable routing for the subsystem which is mounted on the U4 rackframe is shown in the �Figure 4.7.1.   Types of the cables to be used are shown in Table 4.7.1.


Table 4.7.1  Types Cables to be Connected


No.�
Cable Name�
Remarks�
�
1�
Interface cable�
See Item (1) on page INST 04-0290�
�
2�
ENC cable�
See Item (2) on page INST 04-0310�
�
3�
Power cable (J2F)�
See Item (3) on page INST 04-0340�
�
4�
AC power cable�
See Item (4) on page INST 04-0360�
�



�
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Figure 4.7.1  Connecting Cables for the Subsystem





�
(1)		Connecting interface cables


(a)	Connecting the Fibre Channel cable(‡1)


Connect the Fibre Channel cables after making sure of the ports to be connected the label.


�Notice :	When bending the Fibre Channel cable to connect it, give it a bend with a long radius (not less than 30 mm) so as not to apply the cable and the connector an excessive stress .








(b)	Pull all the interface cables into the rack frame passing them through an opening for cables on the bottom plate of the rack frame.


(c)	Group the cables according to the destination to be connected, and bind each with Mini-Binders.
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Figure 4.7.2  Binding Interface Cables





(d)	Connect each interface cable to the connector of the specified Interface board and Controller.


(e)	Route the Fibre Channel interface cables fastening them to the U4 rack frame with Mini-Binders or Repeat Binders.


(f)	Fasten the interface cables to the rack frame at the cable passing opening on the he bottom plate giving them excessive lengths so that they will not be pulled.

















‡1 :	When the multiple Interface boards are used, make sure of the port corresponding to the host computer to be connected.


�
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Figure 4.7.3  Routing Interface Cables
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