[Procedure (-B]  Setting RAID group





(1)	Drag the first Disk drive which creates a RAID group.   The clicked Disk drive is enclosed in white.
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(2)	Drag the final Disk drive which creates a RAID group.   The Disk drive of a drag destination is displayed in white.
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�
(3)	Since the Disk drive ranged by dragging are displayed in a rectangular sharp.�Click the [Create RG] button.
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(4)	Set a RAID group within the selected range.�Select a RAID level, and set the number of Disk drives within a parity group and the number of parity groups.   Subsequently, click the [OK] button.
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(The case where five Disk drives are set to RAID5 (4D + 1P) with drive #0 and Disk drive #0 at the head is shown).


Notice :	The first Disk drive position and size (number of drives) are automatically displayed.�Besides, when changing the number of parity groups, refer to �“3. 7  RAID group setting” (THEO 03-0180) in the Theory Part.


�
(5)	When a confirmation window of RAID setting appars.   Click the [OK] button.
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(6)	The screen from which a RAID group was updated is displayed.


�





•	When verifying RAID group [OK], go to [Procedure (-A] “Preparation of setting LU” �(INST 06-0460).


•	When verifying RAID group [NG], go to [Procedure (-C] “Deleting RAID group” �(INST 06-0420).
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