6.4.3	Setting of LU


This setting is used to set, delete, reference and formatting an LU.


This function can be used in the device ready state.


Notice :	Changing (Deletion) of LU and formatting of LU indicates that all the user data of the deleted RAID group are lost.�Before deleting the RAID group, back up the user data.


[Procedure (-A]  Preparing of setting LU





(1)	Click the [RAID/LU] button in the unit window, then click the [LU Configuration] tab.
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(2)	The current LU setting status is displayed.


For the display of a logical unit, the contents to be displayed are selected by selecting an item in which the RAID information of the screen is displayed.


•	All RaidGroup	:	Displays the definition information about all logical units defined in a device.


•	RGn	:	Displays the definition information about all logical units defined in RAID group number n.





As the logical unit information, the following eight items are displayed.


•	LU	:	Logical unit number


•	D-CTL	:	Default controller in charge of an LU


•	C-CTL	: Current controller in charge of an LU


•	Status	: Status of logical unit


•	Capacity	: Capacity in which a logical unit is defined


•	RG	: Number of a RAID group for which a logical unit is defined


•	RAID	: RAID level of a RAID group for which a logical unit is defined


•	Staging	: Amount of preread in which a logical unit is defined


The LU cache resident information is displayed at the lower left of the screen.





•	When setting after a RAID group, go to [Procedure (-C] “Setting LU” (INST 06-0490).


•	When changing nor a RAID group, go to [Procedure (-D] “Deleting LU” (INST 06-0540).





�
[Procedure (-B] Verifying LU





(1)	Click the [LU Configuration] tab.   Usually, when the setting of an LU is completed, the �[LU Configuration] tab is in the clicked state.
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