(e)	If the terminate message is displayed.   Click the [OK] button.
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(f)	The result of the formatting is displayed.   After checking the formatting result(‡1), click the [OK] button.
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(g)	Preset LU information is updated and the screen is displayed.
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‡1 :	If formatting terminates abnormally, refer to Table 6.4.6(INST 06-0670).


�
Table 6.4.5 Contents of Display of Execution Result Screen


No.�
Result�
“Result” column�
�
1�
Succecssful�
“Normal Terminated”�
�
����2�
Unsuccessful


Format Unit


Unsuccessful command�
“Abnormal end”�
“# CHK CONDITION (xx-xxxx)” is displayed(*1)�
�
3�
Unsuccessful


Other errors than the above�
�
A message is displayed.�
�
*1 :	Because this function internally uses the Format Unit command, it displayes a sense key and a sense code when the pertinent command returns the Check Condition status.�
�
When “Abnormal” is displayed in the “Result” column, a sense key, sense command or message text is displayed in the “Result” column.


When sense key and sense code = 02-xxxx, 03-xxxx, 04-xxxx or 0B-xxxx;


For the above code, a hardware fault is assumed. When the subsystem is not recovered from the failure after retrying, remove the cause of the error considering the type and meaning of the error. (Refer to Appendix B, “Sense Data” on page MNTE 70-0070 in the Maintenance volume of the Maintenance Manual.


When sense key and sense code = 05-xxxx;


For the above code, an operation error is assumed.   Upon checking the following items and �re-execute processing.   If the error is not recovered, contact our company.


(i)	Is logical unit 0 defined?  Codes which will occur are 05-2500 and 25-2581.


(ii)	In spite of none of drive mounted states, is ALL RAID specified and is an LU specified for ALL CAPA formatted?   A code which will occur is 05-2600.


(iii)	Is an attempt made to define an LU exceeding the capacity of the defined RAID group?  A code which will occur is 05-2580.


When sense key and sense code = 0B-FD01;


Switching of a controller in charge of an LU occurred during formatting.   Check the controller in charge and re-execute formatting from the controller in charge.


Take action in accordance with message text = message.


The message indicating that “An error occurred in the communication with an array device.” at the time when selecting “Formatting (single)” is output since the progress screen cannot be displayed due to the interface failure between the array disk management program and a device.�For LU formatting, only the LU being executed is continuously formatted.








�
[Procedure (-F] The cahnge of the controller in charge of a default LU


Notice: 	The change of the controller in charge of a default LU can be used only for the dual active mode configuration of a dual system.


(a)	Select an LU you want to switch the default controller in charge of it and click [Change CTL] button.
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�
(b)	The message indicating that the change of a controller in charge of a default LU was completed is displayed and restart is requested.  For restart, click the [OK] button.


(	When a device does not support restart
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(	When a device support restart
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To enable a controller in charge of a preset default LU, restart a device.�The previous setting is enabled until the device is restarted.�If restart is executed, an access from a host computer cannot be accepted until restart is completed.�After having checked the access from the host computer is stopped, restart the device.


When specifying the restart of a device, the time when the restart began is displayed.  The restart takes about two to six minutes.
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�
(c)	A message indicating that the restarting has terminated is displayed.   Click the [OK] button.
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When not restarting, LU information, in which the default controller of an LU has been changed, is displayed on the window after being updated.
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Sense code





Sense key





An LU to be changed is selected.











