[Procedure (-B] Procedure for restore


(a)	Click on “Restore” under “System Parameter” in the menu frame in the maintenance window of the WEB.   Details of the error will be displayed.
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The following window is displayed.
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(b)	Further, the following window is additionally displayed to request to insert an FD for restoration.
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�
(c)	Insert the FD for restore the system parameters into the Floppy disk drive of the subsystem, and click the [OK] button.   Then, only the window shown in step (i) remains on the screen showing that the restore of the system parameters to the FD is being executed.





(d)	When the restore completes normally, the following window is displayed.   Click the [OK] button.


�





•	When an error message is displayed during the execution of the restore, go to [Dealing with an error message] on page INST 07-0150.





�
[Dealing with an error message]


When an error message is displayed during an execution of a system parameter backing up to an FD, operate following the procedure below.





(a)	When an error occurs during an execution of a system parameter backing up to an FD, the following message is displayed.   Click the [OK] button.
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One of the following message may be displayed instead.





(b)	Click on “Information Message” under “Reference” in the menu frame in the maintenance window of the WEB.   Details of the error will be displayed.





Error message�
Meaning�
Required action�
�
‘“FD device install error”�
The installation of the FD device terminated abnormally.�
Retry.�
�
“Bad FD inserted”�
The restoration file cannot be found.


�
Insert the correct FD.�
�
“FD not inserted”�
The file was attempted to be opened, but the FD was not inserted.�
Insert the FD.�
�
“FD not inseted”


“System parameter restore failed”�
The file was attempted to be read, but the FD was not inserted.�
Insert the FD.�
�
“File read error”


“System parameter restore failed”�
A read error occurred in the inserted FD.�
Retry.�
�
“FD not inserted”


“Another system parameter restore failed”�
The file on the other Controller side was attempted to be read, but the FD was not inserted.�
Insert the FD.�
�
“File read error”


“Another system parameter restore failed”�
An error occurred in a reading from the file on the other Controller side of the inserted FD.�
Retry.�
�



When the above message is displayed, the restoration of the system parameters from the FD is not executed.�Reset the system parameters referring. to Chapter 6, “Setting Subsystem Parameters” in the Maintenance Manual for Installation.
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One of the following message may be displayed instead.


“Abnormal End Bad FD Inserted”


“Abnormal End Restore File Error”


“Abnormal End Another File Error”


“Abnormal End FD Device Error”











