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FS to integrate
Please integrate the following FS in the PST :

· FS : WFSCOM / 1.50; 2 ; geändert => Borchert; oder höhere rev.
· FS : KDATR / NFD_MY05_UPDATE; 9 oder höher (10=keine Compiler-Warnings)
Changes in files
1. Task list
Remove the system constant compatibility check from T711C3_T.H. The WFS4 can now work with K-Line.
#if (SY_WFS == 4) && (SY_TP20 == 0)


#error >>> WFS 4 does not work without Transport Protocol 2.0

#endif
Verify that the ISOTP functions are correctly encapsulated. The ISO functions must not be inside #if (SY_TP20 == 1).
#if (SY_TP20 == 1)

/* Transport Protocol */

T_process

tp_can_ini;

T_process

tp_can_10ms;

T_process   
can_tp_10ms;

T_process
   can_tp_driver_10ms;

 
#if ((SY_TCOMIF == 0) || (SY_TCOMIF == 2))


T_process


kwp2000_TP_FLASH_10ms;

 
#endif

#endif

#if (SY_ISOTP == 1)

T_process
tpisocan_r_10ms;
/* network level : reception */

T_process
tpisocan_s_10ms;
/* network level : emission */

T_process
kwptpiso_ini;

/* initialisation of interface */

T_process
tpisocan_ini;

/* initialisation of transport */

T_process
kwpIso_10ms;

/* interface cyclic task */

#endif

2. CAN

A system constant check could also be present in CAN120.C. Remove it.

#if (SY_WFS == 4) && (SY_TP20 == 0)


#error >>> WFS 4 does not work without Transport Protocol 2.0

#endif

System constant configurations

	Diagnostic
	Flashprog.
	WFS
	SY_TP20
	SY_PROGCAN
	SY_TCOMIF
	

	Kline
	Kline
	WFS3
	0
	0
	1
	

	Kline
	TP20
	WFS3
	not possible
	not possible
	not possible
	

	Kline
	Kline
	WFS4
	0
	0
	1
	New !

	Kline + TP20
	TP20
	WFS4
	1
	1
	0
	

	Kline + TP20
	Kline
	WFS4
	1
	0
	0
	

	TP20
	TP20
	WFS4
	1
	1
	2
	

	Kline
	Kline
	WFS4
	1
	0
	1
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