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Documentation Information

This section describes the conventions and revision history of this document.

Documentation Conventions

Icon Conventions

Icon Description
@Tip Indicates information that can help you make better use of your product.
@Note Indicates references that can further describe the related topics.

&Caution Indicates situations that could cause data loss or equipment damage.

&Warning Indicates situations that could cause minor personal injury.

ADanger Indicates situations that could cause major personal injury or even death.

Notation Conventions

Iltem Description

The quotation marks enclose the name of a software interface element. For

example, click “OK”.

The text in boldface denotes the name of a hardware button. For example, press the
Bold

PTT key.

The symbol directs you to access a multi-level menu. For example, to select “New”

->
from the “File” menu, we will describe it as follows: “File -> New”.

Revision History

Release

Version Date

Description

08 (V4.5) | 04-2015

® Added: “5.8 Querying the Telemetry Records”, “7.4.5 Mute Group
Settings” and “7.6 Changing the Call ID”.

® Modified the description in “6.5 Exporting the History Track” and “7.3
Selecting the Map”, and updated the screenshots that include the

version number of the Smart Dispatch.

07(v4.2) | 07-2014

® Updated description in “2.5 Making or Receiving a Call on the Digital

Channel”.

® Added the section “2.6 Making or Receiving a Call on the Analog

1
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. Release oL
Version Date Description

Channel”.
® Modified the telemetry operation in “2.14 Telemetry”.

® Updated the screenshots in “5.6 Querying the Emergency Alarm

Records”.

® Updated the screenshots in “7.4.2 Call Settings”.

® Added new functions, including Telemetry, Over the Air Programming
(OTAP), Overspeed Alarm, Disable/Enable the Unknown Radio and

Export under the History Track window.

06(Vv4.0) 11-2013
® Modified the operations including sending a message to a radio and

transferring a telephone call to a radio.

® Optimized the map toolbar.
® Updated the Reset Tracking interface.
05(V3.6) 01-2013 ® Added a button in the map toolbar.
® Updated the Message interface.
04(V3.5) 11-2012 ® Added repeater and Point of Interest (POI) operation.

® Added new functions, including Administrative Dispatch, Audio Link,
Phone Interconnect, Dispatcher Intercom, Email Access and Remote

03(V3.0) 09-2012 )
Monitor.

® Updated the Authority Management feature.

® Added new functions, including Geofencing Alarm, Enable/Disable,

Emergency Alarm, Record Playback, History Track Query and Playback.
02(R2.5) | 04-2012
® Added descriptions on enquiry of geofencing alarm records and

emergency alarm records.

01(R2.0) 08-2011 Initial release.




Product Overview

1. Product Overview

With the social development, public security is being threatened by increasing challenges. It calls for the

Smart Dispatch User Guide

capability to make quick and efficient response to various emergent and critical events.

To answer this call, Hytera has succeeded in launching an integrated and modular C/S-based dispatch

solution—Smart Dispatch. Leveraging on rich audio and data services such as radio dispatch, GPS

positioning and telephone intercommunication, Smart Dispatch can maximize your dispatch capability by

mobilizing and organizing all resources available.

It consists of Client, Gateway, Server, Repeater, Dispatch Station and Radio. The following diagram

shows an application example:

Smart Dispatch
Client 1

Smart Dispatch
Server

Smart Dispatch
Client 2

IP
Netwrok

Smart Dispatch
Client N

Area A

mart Dispatch
Gateway

ﬁRdil-
& adio [é

Repeater

Radio 2
T

[é Radio N

Area B

Smart Dispatch
Gateway

[é Radio 1 ’ié Radio 2

d -
[é Radio N
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2. Di

The “Dispatch” tool on the top of the main interface provides you with various voice services such as

private call, group call and all call. Smart Dispatch will automatically record the call if it is granted a

spatch User Guide

spatch

Dispatch

recording license, and you can retrieve and replay the call recording under “Report” window.

2.1 Dispatch Window

The dispatch window is illustrated as below.

Resource

v Subscriber

> Dispatcher

> SIPCall

[] Show Detail

s -

N/ O EventLog

Type

> Audio Link Call

L Login Info

Status
Status
Status
Status
Call

@ Telemetry info

Time
2015-05-08 11:44:55
2015-05-08 11:13:43
2015-05-08 11:12:21
2015-05-08 10:13:57
2015-05-08 10:12:50
2015-05-08 10:11:10

Content
Private CallHolly] call [P6603]
[Holly] online
[administrator] offline
[administrator] online
[Holly] offline
Private Call-[Holly] call [P6603]

- X

11:41:45

[ Show Detail

Remark

S
-

No. Name No. Name
1 Main Menu 5 Logs List
2 Dispatch Area 6 Call Status Bar
3 Resource List 7 Volume Control Bar
4 Status Pane 8 Call Pane
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2.1.1 Call Pane

In the call pane, you can select the channel, called party or audio track, initiate a call, view the call

history and set the PTT shortcut.

Activate/Deactivate

Desktop PTT Select the Channel Select the Called Party

—

Audio Track Call History PTT  Set PTT Shortcut

2.1.2 Resource List

In the resource list, you can view all available radio subscribers, groups and dispatchers.

Resource [[] Show Detail

cCo 9
~ Subscriber m ‘ =

0 MR9 (12/3
» Dispatcher
= i wufangging
MRS (12/0)
O MR10(12/1)
B8 MR5
0 MR7 (10/4)

=ss (Others (0/57)

+ SIP Call

w Audio Link
] Audiolinkt

> Dispatcher
» SIP call

% Audio Link
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No. Name No. Name
1 Search Bar 5 Show Detail Option
2 Subscriber List 6 Dispatcher List
3 Filter 7 SIP Call List
4 Sort by Type 8 Audio Link List

2.1.3 Volume Control Bar

The volume control bar on the top of the main interface allows you to adjust the volume according to

actual needs.

L =: Move the slider to adjust the microphone volume.
o : Move the slider to adjust the volume of the left audio track.
o M: Move the slider to adjust the volume of the right audio track.

L m: Click this button to mute all call sounds in all call panes.

To select the audio track or mute the call sound in the call pane, do as follows:

o E: Click “R” to select the right audio track.
o m: Click “L” to select the left audio track.

o ﬁ: Click the button to mute the call sound in the current call pane.

2.2 Adding a Dispatch Station/Repeater to the Dispatch Area
You can add the dispatch station/repeater to the dispatch area for easy dispatch and management.

The method of adding a dispatch station is similar to that of adding a repeater. Here we take adding a

repeater as an example.

Step 1 Click “Dispatch” on the top of the main interface, and go to “Resource -> Subscriber” in the left

navigation pane.
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[ E}' Hytera Smart Dispatch g

Dispatc
[ show Detail ¢ &

v Subscriber _ =
0 ch

Resource

Step 2 Right-click the appropriate dispatch repeater and select “Add to My Dispatch Area” in the
context menu.

v subscriber  [TRNNE] O
3 chetai (0/0)
[0 Repeater20f goeoet oy

Add to My Dispatch Area

iy

=1

Dizable or enable unknown terminal

Center on the Map

If the dispatch repeater is offline, its icon color will turn grey (e.g. , and it is unavailable for

dispatch purpose, even if you have added it to the dispatch area.



Smart Dispatch User Guide Dispatch

epeaterl Slot2 (0/0)

2.3 Checking the Subscriber Presence
You can check whether a subscriber is online.

Step 1 Click “Dispatch” on the top of the main interface, and go to “Resource -> Subscriber” in the left

navigation pane.

~ Subscriber _ =

(o (T T T (T (T

Step 2 Right-click the appropriate subscriber and select “Check Online” in the context menu.

The result will appear in the dispatch area, and then disappear automatically after two seconds.

()]

[y I

Check Qnline

2.4 Changing the Channel

You can change the channel in the call pane before making a call. Please note that ¥+ indicates the

digital channel and A indicates the analog channel.

Step 1 Click the channel selector box in the call pane before making a call, and select the channel, as

shown below.
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2.5 Making or Receiving a Call on the Digital Channel
The following describes how to make or receive a call on the digital channel.
2.5.1 Making a Private Call

You can make a call to a single radio. During the ongoing call, the prompt “Hangtime” will appear in the
call pane when no party presses the PTT to talk. Within the preset hang time period, if still no party

presses the PTT to talk, the call will be terminated automatically.
To make a private call, follow any of the following methods:

® Method One:

Search out the appropriate subscriber in the search bar, or pinpoint it in the subscriber list. Then

right-click this subscriber and select “Call” in the context menu.

(% grouples

Zheck Cnline

am 512
1 wrs (13 I

‘m ¥ (16 Fermote Manitar

® Method Two:
In the call pane, select the appropriate subscriber and click “PTT".

If this feature is unavailable for use, check whether the “Private Call” feature is activated. If it is not

activated, follow steps in “7.4.2 Call Settings” to activate it.
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Chi_Z1

L radiosst

2.5.2 Receiving a Private Call

When a private call arrives, Smart Dispatch will automatically receive it and a call alert will appear in the

call status bar. You can click the “PTT” button to respond when the calling party stops talking.

During the ongoing call, the prompt “Hangtime” will appear in the call pane when no party presses the
PTT to talk. Within the preset hang time period, if still no party presses the PTT to talk, the call will be

terminated automatically.
2.5.3 Making a Group Call

You can make a call to a predefined group. During the ongoing group call, the prompt “Hangtime” will
appear in the call pane when no party presses the PTT to talk. Within the preset hang time period, if still

no party presses the PTT to talk, the call will be terminated automatically.
To make a group call, follow one of the methods below:
® Method One:

Search out the appropriate group in the search bar, or pinpoint it in the subscriber list. And then

right-click this group and select “Call”.

4 grouplzo

e

® Method Two:

In the call pane, select the appropriate group and click “PTT".

10
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2.5.4 Receiving a Group Call

When a group call arrives, Smart Dispatch will automatically receive it and a call alert will appear in the

call status bar. You can click the “PTT” button to respond when the calling party stops talking.

g Calling...

During the ongoing group call, the prompt “Hangtime” will appear in the call pane when no party presses
the PTT to talk. Within the preset hang time period, if still no party presses the PTT to talk, this group call

will be terminated automatically.
2.5.5 Making an All Call

You can make a call to all the subscribers on the current channel. Smart Dispatch will automatically
record the call for your later enquiry or replaying. For more information, see “5.2 Querying the Call

Records”.
To make an all call, follow any of the methods below:

® NMethod One:

In the subscriber list, right-click “All Call” and select “Call”.

11
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Resource [ ] Show Detail

v Subscriber _ |

O MR18 (0/0)
O3 MR21(2/1)
&y Al Call

® Method Two:

In the call pane, select “All Call” and click “PTT".

Zh1_1

m All Sall

¥ Al Call

2.5.6 Receiving an All Call

When an all call arrives, Smart Dispatch will automatically receive it and a call alert will appear in the call

status bar.

e: Al Call(1 67T

7218) Space

-. W Calling.. )

2.6 Making or Receiving a Call on the Analog Channel

The following describes how to make or receive a call on the analog channel.

2.6.1 Making a Call

When you select the analog channel and click “PTT” in the call pane to make a call, all radios will receive
this call and display “PTT ID” on the LCD. Then you can communicate with all the radios on the current
channel. Smart Dispatch will automatically record the call for your later enquiry or replaying. For more
information, see “5.2 Querying the Call Records”.

12
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To make a call, do as follows:

Click “PTT" in the call pane.

During the ongoing call, the prompt “Hangtime” will appear in the call pane when no party presses the
PTT to talk. Within the preset hang time period, if still no party presses the PTT to talk, this call will be

terminated automatically.

2.6.2 Receiving a Call

Call without signaling

If the “Signaling Type” parameter under the “Analog Channel” is set to “None” when you program the
dispatch station or repeater via Customer Programming Software (CPS), Smart Dispatch will receive the

call from the dispatch station or repeater as one without any signaling.

When a call arrives, Smart Dispatch will automatically receive it and a call alert will appear in the call

status bar. You can click “PTT” to talk after the talking party stops speaking and releases the PTT key.

fA Ch1_71

i

e: All Call(1677

Calling...

13
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Call with HDC1200 signaling

If the “Signaling Type” parameter under the “Analog Channel” is set to “HDC1200” when you program
the dispatch station and radio via CPS, Smart Dispatch will receive the call from the dispatch station as

one with HDC1200 signaling.
® Receiving a private call

When the private call arrives, Smart Dispatch will automatically receive it and a call alert will appear in
the call status bar. You can click “PTT" to talk after the talking party stops speaking and releases the

PTT key.

fA Ch1_71

s All Call

[ | Calling...

During the ongoing call, the prompt “Hangtime” will appear in the call pane when no party presses the
PTT to talk. Within the preset hang time period, if still no party presses the PTT to talk, this call will be
terminated automatically. However, the prompt “Hangtime” will not appear during the private call

initiated by holding down the PTT key.
® Receiving a group call

When a group call arrives, Smart Dispatch will automatically receive it and a call alert will appear in
the call status bar. You can click “PTT" to talk after the talking party stops speaking and releases the

PTT key.

14
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fA Ch1_71

: All Call

! | Calling...

During the ongoing call, the prompt “Hangtime” will appear in the call pane when no party presses the
PTT to talk. Within the preset hang time period, if still no party presses the PTT to talk, this call will be

terminated automatically.
® Receiving an all call

When an all call arrives, Smart Dispatch will automatically receive it and a call alert will appear in the
call status bar. You can click “PTT” to talk after the talking party stops speaking and releases the PTT

key.

fA Ch1_71

: All Call

15
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0

lee: All Call(1677

i

Calling...

During the ongoing call, the prompt “Hangtime” will appear in the call pane when no party presses the
PTT to talk. Within the preset hang time period, if still no party presses the PTT to talk, this call will be

terminated automatically.
2.7 Performing the Remote Monitor
You can listen to the background noises of an online radio without the radio subscriber’s knowledge.
To perform the remote monitor, do as follows:
Step 1 Search out the appropriate subscriber in the search bar, or pinpoint it in the subscriber list.

Step 2 Right-click the subscriber and select “Remote Monitor” in the context menu.

k Cnline

=11

Femaote Maonitar

Call Alert

After that, the icon will appear in the call pane, and you can hear all background noises of

this radio.

Calling...

16
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2.8 Making a Call Alert

When a radio is unavailable for calling, you can send a call alert to remind the radio subscriber to call

back.

To make a call alert, do as follows:

Step 1 Search out the appropriate radio in the search bar, or pinpoint it in the subscriber list.
Step 2 Right-click this radio and select “Call Alert” in the context menu.

When the radio receives the call alert, both an alert message and alert tones will be given.

+ Subscriber
W I

Rermote Manitar

1 (10/2)
O uRi (120)
8 MR6 (12/0 Bd N e
O3 MR10 (12/1)

2.9 Making an Intercom Call

The dispatchers can communicate with each other.

To make an intercom call, do as follows:

Step 1 Go to “Resource -> Dispatcher” in the left navigation pane.

Step 2 Right-click the appropriate dispatcher and select “Call” in the context menu.

wd, )
;

» Subscriber M o

~ Dispatcher

widangging

Only the calling party can end the call by clicking “PTT".

@Note

> You can directly make a call to another dispatcher in the “Intercom” pane.

17
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> Only the calling party and the administrator are capable of disconnecting the intercom call. The
calling party can end the call by clicking “PTT”, but the called party cannot end the call.

> The administrator can also disconnect the call by disconnecting the online dispatcher involved in
the call from the server. To do so, the administrator should right-click the target dispatcher and

select “Disconnect” in the context menu.

2.10 Making or Receiving a Telephone Call

It is available to make a call from telephone to Smart Dispatch, from Smart Dispatch to telephone, or

from radio to telephone.
2.10.1 Making a Call from Telephone to Smart Dispatch

If a telephone subscriber intends to initiate a call to Smart Dispatch, he/she should directly dial the Smart
Dispatch ID allocated by the telephone system. For more information, see the corresponding Hytera
Smart Dispatch Configuration Guide. For example, if the Smart Dispatch ID is 12345, the telephone

subscriber can directly dial “12345" to call it.
To receive the call initiated by the telephone subscriber, you can do as follows:

Step 1 Click the alert icon in the call status bar when the incoming call ring sounds.

.
Step 2 Click to answer the call.

Then you can talk with the telephone subscriber.
® To end this call, the telephone subscriber just needs to hang up or you can click E

® If you need to transfer this call to some other group or radio, you should continue to perform

the following steps.
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Step 3 Click M and select the “Private” (or “Group”) option in the pop-up dialog, then select the

target radio (or group) , and finally click 9

CJ Group
®) Private

Step 4 The telephone subscriber can speak after call transfer.

At this time, you and the radio subscriber can hear the voice from the telephone subscriber, but

your voice cannot be heard by the other two parties.

Step 5 The telephone subscriber presses the Pound key (#) or you click to release the talk right.
Then the radio subscriber can start to talk.
When the orange LED of the radio glows, it indicates that the call goes into hang time state.
® The radio subscriber can hold down the PTT to talk when the orange LED glows.

At this time, the voice from the radio can be heard by telephone subscriber only.

B
" Line 1
¥ Line 2
" Line 3
" Line 4

® |[f the radio subscriber does not hold down the PTT when the orange LED glows, the

telephone subscriber will obtain the talk right again.
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T
B Line 1
B Line 2
B Line 3
B Line 4

2.10.2 Making a Call from Smart Dispatch to Telephone
You can make a call to the telephone subscriber by directly dialing the telephone number.
To make a call from the Smart Dispatch to telephone, do as follows:
Step 1 Go to “Resource -> SIP Call” in the left navigation pane.
Then the “SIP Call” pane appears.

Step 2 Right-click the “SIP Call” and select “Add to My Dispatch Area” in the context menu.
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Resource Show Detail

» Subscriber m |

% Dispatcher
~ SIP Call

" G| Can

= Add to My Dispatch Area

! line3

| lined

Step 4 The telephone subscriber picks up the handset to answer the call after hearing the telephone
ring.

Then the telephone subscriber can talk with you.

® To end this call, either the telephone subscriber can hang up or you can click ﬁ

® If you need to transfer this call to some other group or radio, you should continue to perform
the following steps.

Step 5 Click Ml and select the “Private”/“Group” option in the pop-up dialog.
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Transfer to x

CJ Group
®) Private

V| &

Step 6 Select the target radio (or group), and finally click 9

Step 7 The telephone subscriber can speak after call transfer.

At this time, you and the radio subscriber can hear the voice from the telephone subscriber, but
your voice cannot be heard by the other two parties.
Step 8 You click to release the talk right.
Then the radio subscriber can start to talk.
When the orange LED of the radio glows, it indicates that the call goes into the hang time state.

® The radio subscriber can hold down the PTT to talk when the orange LED of the radio

glows.

At this time, the voice from the radio can be heard by telephone subscriber only.

® |[f the radio subscriber does not hold down the PTT when the orange LED glows, the

telephone subscriber will obtain the talk right again.
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'
9 Line 1
9 Line 2
9 Line 3
9 Line 4

2.10.3 Making a Call from Radio to Telephone

If the radio subscriber intends to initiate a call to a telephone subscriber, he/she should send a text
message (including the telephone number) in defined format to Smart Dispatch. Then the system will

automatically establish this call.
To make a call from the radio to the telephone, do as follows:

Step 1 The radio subscriber edits the text message including the prefix (SIP :) and the telephone

number (e.g. SIP: 1743).

Step 2 The radio sends the message to the appropriate contact under the coverage of the dispatch

station or repeater.

Step 3 The telephone subscriber picks up the handset to answer the call after call setup.
Then the telephone subscriber can speak. You can open the call pane by clicking the call alert

on the call status bar, as shown below.
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You and the radio subscriber can hear the voice from the telephone subscriber, but your voice

cannot be heard by the other two parties.
Step 4 You click to release the talk right.

Then the radio subscriber can start to talk.

When the orange LED of the radio glows, it indicates that the call goes into hang time state.

® The radio subscriber can hold down the PTT to talk when the orange LED of the radio

glows.

At this time, the voice from the radio can be heard by telephone subscriber only.

® |[f the radio subscriber does not hold down the PTT when the orange LED glows, the

telephone subscriber will obtain the talk right again.
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2.11 Performing the Audio Link

Audio Link is a feature that enables radio subscribers in different dispatch areas to communicate with

each other.
Audio Link has three working modes:

® DSs transfer the calls to each other: The specified radios or groups in different areas can

communicate with each other.

® Many DSs transfer the calls to one DS: The call from different dispatch stations in multiple areas can
be redirected to one dispatch station in one designated area. For example, the radio or group in
different dispatch stations in multiple areas can communicate with that in one dispatch station in one

designated area. Please note that only one radio or group will respond to the call in this mode.

® One DS transfers the calls to many DSs: The call from one designated area will be redirected to
radios or groups in multiple areas. In other words, the radios or groups in one designated area can
communicate with those in other areas. Please note that multiple radios or groups will respond to the

call in this mode.
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To perform the audio link, do as follows:

Step 1 Go to “Resource -> Audio Link” in the left navigation tree, and the “Audio Link” pane appears.

Step 2 Set the audio link rule.

For example, if you select the “Many DSs transfer the calls to one DS” mode, groups in MR14,

MR15 and MR16 can communicate with Group 17 in MR17.
~ Audio Link

3-1
|

-;|i'-:-l_||.'-l'

2.12 Setting the PTT Shortcut

You can define a key on the computer keyboard as the PTT shortcut for initiating a call quickly.
To set the shortcut, do as follows:
Step 1 Open the call pane and click E"H

Step 2 Select “PTT Shortcut”, and define a specific key (F1-F12, or Space) on the keyboard.

PTT Setting

[] FTT shortcut

F1-F12 Space available.

Step 3 Click "OK?” to finish.
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2.13 Disabling/Enabling a Radio
2.13.1 Disabling/Enabling a Known Radio
A known radio means the radio added into the dispatch list.

When a radio is lost or unreachable, you can disable it for communication security purpose. The
disabled radio is unavailable for call and message services, but you can also keep an eye on it via GPS

service.
The disabled radio can be enabled again for normal operations.

You can follow the same steps to enable or disable a radio. The following procedures describe how to

disable a radio.
Step 1 Select the appropriate radio in the subscriber list.

Step 2 Right-click this radio and select “Disable” in the context menu.

il

Check Online

zall
ate Monitar
£ MR4 (12/0)
3 MR6 (12/0) 3
£ MR10 (12/1) Dizable

Step 3 Click “Yes” in the pop-up dialog.

Then an alert message will appear on the LCD of the radio, and the menu option in the Smart

Dispatch also changes to “Enable” accordingly.

Are yol sure to disable [591]7
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Check COnline

b Femate Manitar
g MR1 (10/2)

O3 MR4 (12/0)
O MR6 (12/0)
O MR10(12/1) Enahle

2.13.2 Disabling/Enabling an Unknown Radio
An unknown radio means the radio beyond the dispatch list. If such radio disturbs the communications,
you can disable it.

Step 1 Click the call alert in the call status bar to view the caller information in the pop-up call pane.

Step 2 In the left navigation pane, right-click the dispatch station or repeater corresponding to the

unknown radio, and select “Disable or enable unknown terminal”.

I Repeaterl Slotl (1/0)
I Repeaterl Slot2 (1/0)
I Repeater83_Slot )
I Repeater83 Slot

I Repe-+--~~ !

s Al

Step 3 Enter the ID of the unknown radio and then click “Disable”.
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Dizable or enable unkmown terminal

Owned Dispateh Station Hame
[ Slatt

Unkrown terminal IT
{9903

[ Dizable ] [ Enable ]
] R

To enable the radio again, click “Enable” in this dialog box.

Digable or enable unlmown terminal

Owned Dispatch Station Name
| Slat1

lnlmown terminal ID
{9303

Dizable l Enable I Cancel
. ] . . ]

2.14 Telemetry

Telemetry feature allows you to remotely monitor and control the external device connected to the radio.

Before using this feature, you should connect the monitored device to the GPIO port of the radio, and
define the telemetry commands in both the Smart Dispatch Client and the CPS. For more information,

see Hytera Smart Dispatch Configuration Guide.

Radio

Smart Dispatch Client
Door

Dispatch Station
Send Pulse Command

(Close the door)

Respond to Pulse Command
(Close the door)

GPIO Port

-

To send the telemetry command via the Smart Dispatch Client, do as follows:

First, select the radio which connects to the monitored device in the left navigation tree. Then right-click

the radio to select the telemetry command (e.g.: StdStatus Request). Finally the query result will appear.
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Resource Show Detail

Check Online
Call

Remote Monitor

StdStatus Request I
OTAP

2.15 Over-the-Air Programming (OTAP)

OTAP is a mechanism to read and write radio configuration over the air. It allows you to remotely

program part of the radio features via the Smart Dispatch Client.

Step 1 Search out or select the target radio, and right-click it to select “OTAP” in the context menu.

- ooy
n F bolla
Check Online

Remuote Monitor
Call Alert

01 Bd Message

( Disable
Telemetry
OTAP

A
'E ]
A
N ]
A
'E ]
[ ]
m
Oth
[ ]
m

Step 2 Set the radio parameters in the pop-up window.
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OTAP

Current Channel ID 1

Current Channel Mame Ch1_Z1

Radio ID Radio Name

Set Set
[] Radio ID MNew Alias
Current Chanel Contact

MName

[J colorCode |0 v
[ slot SLOTH v Call Type |Private call v

Set
[[] Tx Frequency Callee ID

Set Rx Group List

[[] Rx Frequen
i Set Selected I _

Smart Dispatch User Guide

Current Radic ID 6603

Current Radio Name P8803

CalllD

EI

The following table describes the parameters.

Parameter Description
Radio ID
Sets the unique ID of the radio. It is used to identify the radio for call and
Radio ID

message service.

Current Channel

Color Code

Selects the color code for the radio from the drop-down list. Only radios

with identical color codes can communicate with each other.

Slot

Selects the slot from the drop-down list for radio communications.
TDMA scheme is applied to divide the 12.5KHz channel into two slots.

Either slot can be used for call and data transmission.

® SLOTL1: Inrepeater mode, Slot 1 is always used for transmitting and
receiving; in direct mode, it is responsible for receiving signals from
repeater.

® SLOT2: In repeater mode, Slot 2 is always used for transmitting and
receiving; in direct mode, it is responsible for receiving signals from

repeater.

® PSEUDO_TRUNKING: In repeater mode, the radio can randomly
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Parameter

Description

choose the available slot to transmit. In direct mode, either slot can

be used for call and data transmission.

Tx Frequency

Sets the transmission frequency of the radio.

Rx Frequency

Sets the receipt frequency of the radio.

Radio Name

New Alias Sets the new alias of the radio.

Contact

Name Sets the contact name.

Call Type Selects the call type from the drop-down list.
Callee ID Enters the contact ID based on the call type.

Rx Group List

Call ID

Enters the ID of the group whose call the radio needs to receive.

Dispatch

2.16 Receiving an Emergency Alarm
Smart Dispatch can automatically receive the emergency alarm from the radio.

When an emergency alarm arrives, an alert message will appear on the main interface of Smart
Dispatch Client. Clicking “Take” means you have received the alarm, and clicking “Handle” means you
have handled the emergency case. You will hear a periodical alert tone if the emergency remains to be

dealt with.

2015-05-02 16:5

Report History Track

L ) —0 R o))

Call Taker:Hollw
Dispatch Message

[ —— L) —o

-4

History Track

2.17 Viewing Event Logs/GPS Data/Telemetry Info

You can view dispatch events, GPS data and telemetry info under the dispatch area.
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To expand the information list, click ; to hide it, click .

“ @ Event Log O GPS Data @ Telemetry Info

® To view all system logs including radio presence and dispatcher operations, select the “Event Log".

ke
To view the details, select “Show Detail” in this pane. To clear the records, click .

N O Eventlog @ GPS Data @ Telemetry Info | Show Detail
Type Time Content Remark
System 2015-05-08 16:50:09 [PEB03] alarmed
System 2015-05-08 16:48:21 [Holly] deleted the contact of [PE603]
System 2015-05-08 16:48:12 [Holly] added the contact to [P6603]
Status 2015-05-08 16:37:08 [PE603] online
Call 2015-05-08 14:37:30 Private Call.[Holly] call [P5501]
call 2015-05-08 14:36:57 Private Call[Holly] call [PE603]

After “Show Detail” is selected, you can add remarks to the call log.

N/ O Event Log @ GPS Data @ Telemetry Info ¥ Show Detail
Type | Time Content Remark
Call 2015-05-08 18:21:33 Group Call[P6602] call [GBE]
call 2015-05-08 16°50°09 Group Call[P6603] call [GBE]

Sender: Receiver: GB66(66) Remark: |
P6602(6602) DS: Repeater206_Slot1
Time: 2015-05-08 18:21:33

E S
® To view the GPS data, select “GPS Data”. To clear the information, click .

N/ @ EventlLog © GPS Data @ Telemetry Info [ | Show Detail

Type Content

® To view the telemetry information, select “Telemetry Info”.

v @ EventLog @ GPS Data O Telemetry Info

Radio Alias | VIOT | VIO2
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3. GPS

The “GPS” tool on the top of the main interface provides GPS and real-time track services,

allows you to operate the map.

3.1 GPS Window
The GPS window is illustrated as below.

‘ (‘}' Hytera Smart Dispatch L:.:l
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2 Map Toolbar

3 Geofencing Alarm / POI Object

3.2 Positioning a Radio

The GPS service allows you to view the real-time location of a radio on the map.

Before using this feature, the GPS service of the radio must be enabled.
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To position a radio, do as follows:

Step 1 Go to “Resource -> Subscriber” in the left navigation pane and select the target radio, and

right-click it to select “GPS Position”.

Then the radio location will appear on the map and the GPS log will be displayed in the “GPS

Data” pane.

Check Online

Remaote Manitor

Call Alert

Telemetry
OTAP
# GPS Position
& End Tracking

- X

17:29:05

Resource [ show Detail < § — L ) Mute

‘ (j' Hytera Smart Dispatch
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3.3 Tracking a Radio

You can view the location and movement track of a radio in a real-time way.

Once the radio with GPS service enabled turns on and moves within the specific dispatch area, and you
have started tracking the radio, its location and movement track will be recorded and displayed on the

map.
To track a radio, do as follows:

Step 1 Go to “Resource -> Subscriber” in the left navigation pane and select the appropriate radio.
Step 2 Right-click the radio to select “Start Tracking” or click .

The radio position will be refreshed on the map at a regular interval.
[ =T
m P5501

«es Others (0N Check Online
Remote Monitor

CallAlert

Disable
Telemetry
OTAP

# GPS Position

& Start Tracking

Reset Tracking

&4 GGG
[ ]

& P5501
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To stop tracking, do as follows:
Step 1 Go to “Resource -> Subscriber” in the left navigation pane and select the radio.

Step 2 Right-click the radio to select “End Tracking”.

e
Check Cnline

=2+ (Others (0/0)
temote Monitor
Call Alert
Bd Me ge
Disable

Telemetry
OTAP

GP3 Position

& EndTracking

Reset Tracking

To set the tracking parameter, do as follows:
Step 1 Go to “Resource -> Subscriber” in the left navigation pane and select the radio.

Step 2 Right-click the radio to select “Reset Tracking”.
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* DEras

sss (Other:

Check Online

C:
C:

Remuote Monitor
Call Alert

EBd Message
Disable
Telemetry
OTAP

# GPS Position
¥ End Tracking

Reset Tracking

History Track

Step 3 Set related parameters and click “OK” to finish.

Reset Tracking

Parameter
Time 0r () And [ Distance
Rule
O show Track cmnrD
Parameter Description
Parameter
Time
Sets the time interval of GPS polling.
Sec
Or When you select the “Time” and “Distance” simultaneously, the “Or” and
And “And” will be available.
Distance
Sets the distance interval of GPS polling.
M
Rule
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Parameter Description
Show Track Sets whether the movement track of the radio is displayed.
Color Sets the color of the movement track.

3.4 Hiding a Radio on the Map

You can hide a radio on the map according to your actual needs.

To hide the radio on the map, do as follows:

Step 1 Go to “Resource -> Subscriber” in the left navigation pane and select the radio.

Step 2 Right-click the radio to select “Hide on the map” or directly click B

I.:I P&R&01 s
Check Online

=== (thers (0/0)
Remate Manitor
Call Alert
Message
Disable
Telemetry
OTAP
GPS Position

End Tracking

Feset Tracking
History Track

Hide an the Map
Center on the Map

3.5 Centering a Radio on the Map
You can center a radio on the map according to your actual needs.

To center the radio on the map, do as follows:

Step 1 Go to “Resource -> Subscriber” in the left navigation pane and select the radio.

Step 2 Right-click the radio to select “Center on the map”.
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GPS

B8 MR1 (10/2)
'L MBRA 121m

» Dispatcher

> SIP Call

sy Audio Link

P Server Runnit
(=]

Server IP: 152.15 @  Show on the map

Center on the map

| Login info

Nspatche

3.6 Toolbar on the Map

The toolbar allows you to maneuver the map easily and quickly.

A VCEQQ &

@Note

You can click to hide the toolbar and click to show it.

Icon

Function

Select

Displays the coordinates of the radio.

ﬂ Pan

Moves the map.

Refresh

Refreshes the map.

E Zoom in

Clicks this button to magnify the map view.

E Zoom out

Clicks this button to scale down the map view.

el Measure

Distance

Measures the distance from one location to another on the map. Left-click the

mouse button to select the start point and destination point.

E Measure Area

Measures the area on the map. Left-click the mouse button to define the

range to be measured.

Save the current

view

Saves the current view, which will be used as the default view when you open

the map next time.
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Icon

Function

Back to the

saved view

Shows the previously saved map.

Export to
Google Earth File

Exports the map to the “.kml” file

Earth.

so that you can view its details via Google

3.7 Geofencing Alarm

Once the radio subscriber enters or exits the designated area, Smart Dispatch will automatically send an

alert message to him/her. Meanwhile, the radio icon on the map will turn red, and the corresponding

event log will be displayed in red.

After the radio subscriber goes back to the designated area, Smart Dispatch will automatically send

another alert message to the radio subscriber again.

Step 1 Click “Geofencing Alarm” on the rightmost side of the map.

Then the “Geofencing Alarm” pane appears.

=~ Add # Edit

Step 2 Click TAdd and define an area on the map.
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Alias hewl

Description

it cma

Step 3 Enter the alias and description of this area, set the area color.

Step 4 Click “Save” to finish.

+ Add # Edit — Del
BUEER |
BES
P
=
5]
5
BRTE
&—0)

3.7.1 Editing an Alarm Area
Step 1 Click “Geofencing Alarm” on the rightmost side of the map.
The “Geofencing Alarm” pane appears.

# Edit

Step 2 Select the appropriate area and click to access the following pane.
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=~ Add — Del

B newn )]
B wufangging
[ ]likai

[ 1

Alias tnewl

Description

it ez

Step 3 Modify related parameters and click “Save” to finish.

3.7.2 Deleting an Alarm Area

Step 1 Click “Geofencing Alarm” on the rightmost side of the map.

Step 2 Select the appropriate area and click —P®' .

4~ Add # Edit @

B newt e
. wilfangoing

[ ]likai

[ ]

Step 3 Click “Yes” in the pop-up dialog to finish.
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ArE wou sure to delete the area?

I W

3.7.3 Editing the Alarm Rule

Step 1 Click “Geofencing Alarm” on the rightmost side of the map.

The “Geofencing Alarm” pane appeatrs.

Step 2 Click “Rule” in the “Geofencing Alarm” pane.

-~ Add # Edit

B newt

. wilfangoing
[ ]likai
[]1

Step 3 Click , then enter the alias and description of rule, and select triggering conditions.

There are two conditions for triggering an alarm: Alarm upon Leaving and Alarm upon Entering.
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x
i Alias |NewRule_1 |
NewRule_1 Trigger Condition [Nam., upon Leaving -
Description
Available Area [Jan  available Radio Jan
[ areat [ Ps501
[ areaz O Pego1
O Pegoz
[0 Pa603

save _ Reset

Step 4 Select the available area(s) and radio(s), and click “Save”.

Step 5 Click “Submit” to finish.

3.8 Setting the Point of Interest (POI) Object

POI means the point to which you would like to pay attention. Each POI involves four types of

information: name, type, longitude and latitude of the object on the map.

You can create, edit, or delete the POI according to your actual needs. To hide or show the POI on the
map, click .

3.8.1 Adding a POI
Step 1 Click “POI Object” on the rightmost side of the map, and the “POI Management” pane appears.

Step2 Click ™ and define a location for adding the POI on the map.
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e | @ Foint -
Description

Step 3 Enter the alias, select POI type and enter the description of the POI.

Step 4 Click “Save” to finish.

3.8.2 Editing a POI

Step 1 Click “POI Object” on the rightmost side of the map, and the “POI Management” pane appears.

Step 2 Select the appropriate POI and click € to enter the following pane.
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A warning
& pop
[ e

| Alias hospital

@Emergencjr]] epartment -

Twpe

Description

Step 3 Modify related parameters and click “Save” to finish.
3.8.3 Deleting a POI
Step 1 Click “POI Object” on the rightmost side of the map, and the “POI Management” pane appears.

Step 2 Select the appropriate POl and click —
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GPS

=~ Add # Edit

[ changuang!23

o 123456

‘l WA 5|

e pop

Step 3 Click “Yes” in the pop-up dialog to finish.

‘@

Are wou sure to delete the point?

3.8.4 Showing all POls
Step 1 Click “POI Object” on the rightmost side of the map.
The “POI Management” pane appears.

Step 2 Select “Show All” to view all POls on the map.
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3.9 Dispatching a Radio on the Map
You can check the radio presence, call the radio or remotely monitor the radio on the map.

Step 1 Right-click the icon of the radio on the map, and select the appropriate option from context

menu.

Check Online

Remoke Monitar

Zall Alert

3.10 Dispatching a Dispatch Station on the Map

You can initiate a call to the dispatch station on the map.

To do so, you must request the administrator to configure the altitude and longitude of the dispatch

station in advance; otherwise, it will not be displayed on the map for calling.

Step 1 Right-click the dispatch station in the left navigation pane and select “Center on the map”.

O MR4 (121

e Others Add to My Dispatch Area

(=11

Center an the map

Step 2 Right-click the dispatch station on the map and select “Call”.
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Step 3 Click “PTT” to end this call.

When the call times out, it will be terminated automatically.

3.11 Dispatching a Repeater on the Map

As dispatching the repeater on the map is the same as dispatching the dispatch station on the map, you

can follow the procedures described in “3.10 Dispatching a Dispatch Station on the Map” to do so.
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4. Message

The “Message” tool on the top of the main interface provides interface for sending and receiving text

messages.

4.1 Message Window

The message window is illustrated as below.

GPS Message Report History Track

o] L ) —0

Smart Dispatch User Guide

- X

11:51:33

Mute

| Message — Del =
O Group @ Private

B> send (cirisEnter) &

[Pss01(5501) v @

P5501(5501) 5]

255

/\ @ EventLog O GPS Data @ Telemetry Info Show Detail #
No. Name No. Name
1 Contacts Pane 2 Text Message Pane

4.2 Sending a Message to a Group
You can send a message to the predefined group.

Step 1 Click “Message” on the top of the main interface.
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&) L9

Message teport History Track

0

® Group O Private

[100(100) ~] @

Step 2 Select the “Group” option and select the appropriate group from the drop-down list. Then click

o

Then the contacts list and text message pane appeatr.

Message ‘l
© Group O Private _

%> send (Ctri+Enter) &3 -
[100(100) Y @

I

100(100)

@Note

To remove a group from the selected group list, select it and click ﬂ as shown below.

Message

@ Group () Private

[G2001(2001) v @

G2001(2001)

Step 3 Enter the text, and click » or press Ctrl + Enter on the keyboard of the computer to send the
message.
@Note
> The corresponding message record appears on the top of the pane.
> To delete a message record, move the mouse pointer to it, and then click H
> To clear the current message records and contacts, click E

> To save the current message as the template, click E
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To apply the template, click E and double-click the appropriate the template in the

list.

There is also a shortcut to send text message: right-click the appropriate group in the

“Subscriber” list and select “Message” to open the message pane.

M Ed Message

4.3 Sending a Message to a Radio

To send a message to a radio, do as follows:

Step 1 Click “Message” on the top of the main interface.

Step 2 Select the “Private” option, and select the appropriate radio from the drop-down list. Then click

o

Then the contacts list and text message pane appear.

@Note

To remove a radio from the selected radio list, select it and click ﬂ as shown below.

Message —Del =~

() Group (w) Private

|P5501(5501) v @

P6601(6601)

Step 3 Enter the text, and click » or press Ctrl + Enter on the keyboard of the computer to send the

message.

@Note

>

>

>

To delete a message record, move the mouse pointer to it, and then click E

To clear the current message records and contacts, click E

To save the current message as the template, click E

To apply the template, click E and double-click the appropriate template in the list.

If the radio is offline, the prompt “Terminal is offline. Send offline message?” will appear.

Click “Yes” to send the offline message.
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4.4 Receiving a Message

When Smart Dispatch receives a message from the radio, the “Message” button on top of the main

interface will change as below. You can directly click this button to view the new message.

In addition, when a new message arrives, a green icon will appear on the right side of the appropriate
contact. Click this contact to view the new message in the message pane. Up to 20 latest messages can

be shown here.

P5501(5501)

B> send (Ciri+Enter) & B 255

4.5 Viewing the Message via E-mail

With SMTP email service, you can view all received and sent messages in the Smart Dispatch system.
For the configuration of the SMTP, please refer to Chapter 10 Configuring the Smart Dispatch Client in
the Hytera Smart Dispatch Configuration Guide.

Each received or sent text message will be forwarded to the designated email address with the subject

of “New message From Smart Dispatch”.

The following procedures describe how to use email application to view the message sent from Smart

Dispatch to the Radio 651.

Step 1 Send a message to the Radio 651.
~ Subscriber R =

0 MR12(3/2)

Hi, moring!
Message —Del & .

10:15:18
@ Group (O Private administrator}

| v @

s ) B

Step 2 Open the designated mailbox (e.g. a @ a.com).
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pw‘inmail

Winmail server

Smart Dispatch User Guide

Online Help

Administration

= Receiving/Sending Message: = MNotice of setting account when u

Step 3 Go to Inbox, and double-click the specific message for detalils.

4.6 Sending a Message via E-mail

_“Username: a @ a.com
Password: « [C] Autematically login at next time
Language: English -
Theme: Default » [ Login== | [ GetPassword
Contactus

Powered by Winmail Server|

sing mail client:

Server: 192.168.58.22

You can send a text message to a radio or group by POP3 email service.

For the configuration of the POP3, please refer to Hytera Smart Dispatc
To send a text message by POP3 email service, do as follows:

Step 1 Open the designated mailbox (e.g. a @ a.com).
pWin_mail

Winmail SErRVER

h Configuration Guide.

Online Help

Administration

_*Username: a @ a.com

Password: « [T Automaticall

v login at next time

Language: English

-

Theme: Default + [ Login==> ]|

Get Password [ =

Contactus

# Receiving/Sending Message:

192.1

Step 2 Edit the receipt email address, subject and email content.
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=== af@a.com @ Log out
a@a.com -
Q1o
~ || Recent contacts -

Cc Bee || Split recipients [ | Request Motify | Save to Sent
I Subject [radioid:651 |‘
(i Attachment Mo Attachment 8l Atach new file % Voice Mail =¥ video Mail %Acﬂvex Setup
Priority Mormal » el Tewt Editor % Spell Check

© rx‘B I u |,qsc x, ‘“‘B%D@E|A @'|Statlanery -

E = | [C HTmL C\earforma]l

% B @

Paragraph = Fomt = Size <

Hi. good luck!

||l||
o

Step 3 Click “Send” to send the email. Smart Dispatch Client will generate corresponding event logs.

N O Event Log @ GPS Data @ Telemetry Info "] Show Detail
Type Time Content Remark
System 2015-05-12 14:21:33 Forwarded email to [radio651]
Message 2015-05-12 14:21:24 [P5501] send private message
Message 2015-05-12 14:20:41 [Holly] send private message to [P35...
Call 2015-05-12 14:12:05 Group Call:[P6601] call [GEE]
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5. Report
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The “Report” tool on the top of the main interface provides you with six kinds of reports, each of which

can be exported to Excel file.

® Call records report

® Message records report

® Online/offline records report

® Geofencing alarm records report
® Emergency alarm records report
® Overspeed alarm records report
® Telemetry records report

® All records report

5.1 Report Window

The report window is illustrated as below.

(W Hytera Smart Dispatch =3 & B =]

Dispaich GPS Message Report

Report ! — (L )

Search Type

o]

History Track

- X

14:32:34

Mute

[
)

T | no. | Caller [ Callee

End Time
2015
Caller

Callee

Call Type

Resource

Call Type

Start Time Duration

2 Export B

&= [ple (5] (5
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No. Name No. Name

1 Search Pane 3 Search Result List

2 Player / /

@Note

The player is available in the call report pane only.

5.2 Querying the Call Records

You can query and play the call recording.

5.2.1 Retrieving a call recording

Step 1 Click “Report” on the top of the main interface.

Step 2 Select “Call” from the drop-down list in the “Search Type” field, and configure the other search

criteria.

Report

Search Type

=1]

Start Time

2015-05-07 11:13:57

End Time

2015-05-08 11:13:57

Caller

Callee

call Type

Parameter

Description

Remark

Start Time

Sets the start time of the report.

This time must be earlier than the end time.

End Time Sets the end time of the report. This time must be later than the start time.
Enters the ID or alias of the calling | When you type the first letter of the keyword, a
Caller party. list of words associated with that letter will

appear for your selection.
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Parameter Description Remark

Enters the ID or alias of the called | When you type the first letter of the keyword, a
Callee party. list of words associated with that letter will

appear for your selection.

Call Type

Selects the type of call from the

drop-down list.

If you do not set this parameter, all call records

will appear by default.

Step 3 Click “Search” to finish.

The matching call records will appear in the result list.

Report

Search Type

Start Time

End Time

Caller

Callee

Call Type

Resource

Duration

5.2.2 Replaying a Call Recording

Step 1 Select a call record from the search result list.

PEE03(5603) GE5(66) Group Call 2015-05-08 16:5152 00,0021
PEEOA(GE) GEG{EE) Group Call 2015-05-08 16:50 00 00,0024
Halty(Holly) PS501(5501) Private Cal 2015-05-08 14:37:30 00:00'10
Holy(Holly) PEG03(6603) Private Call 2015-05-08 14:36'57 00:00:10
Holy(Holly) PEE02(B60Z) Privale Call 2015-05-08 14.36.00 00.00.09
Holy(Holly) PEE02(E602) Private Call 2015-05-08 143547 00,0009
Holly(Holly) PEED3(EE03) Private Cal 2015-05.08 14.03.16 00.00.13
Holly(Holy) PEED2(502) Private Cal 2015-05-08 140254 00.00.10
Holy(Holty) PEE03EE03) Private Call 2015-05-08 1402 37 000014
Holty(Holty) PEE02(B602) Private Call 2015-05-08 140223 00.00.07
Holy(HOly) PEE03(8E03) Private Call 20150508 14021 00:00.10
Hody(Holly) PEEOZ(BE0Z) Private Cal 2015-05-08 120527 000010
Holty(Hoilly) PHE0(SH01) Private Call 20150508 120503 000010
Holly(Holly) PBE03(BE03) Private Call 20150508 120453 000010
Hoity(Holly) PEEO2(BE02) Private Call 2015-05-08 120442 000009
Hodty(Holly) PEE0A(EE03) Private Call 2015-05-08 12:03:00 00-00:05
administralon{admin) GEE(BG) Group Call 20150507 142522 00:00-10
Holy(Holty) PEG03(6603) Private Cal 201505-08 120104 00:00:07
Holly(Holly) PEG03(6603) Private Cal 2015-05-08 11:44:55 000012
Holy(Holly) PEG03(6603) Privale Call 201505-08 10:11.10 00.00:16
PEE01(8501) CEE(EE) Group Call 20150507 14.26 55 00.00.05
PESD1(8801) GBA(EE) Group Cal 2015.05.07 142533 00.00.04
22 K| € (] # BIE

o

2015_05_08._1

1 PE603(6603) GE6(66)
2 P6603(6603) GEE(66)

3 Holly(Holly) P5501(5501)
4 Holly(Holly) PE603(6603)

||
Step 2 Click to play the call recording.
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During playback, you can perform the following operations:

® Click

i
to pause the playback

® Click ® to adjust the volume.
o click BRI | ¢ control the

playback progress.

5.3 Querying the Message Records

To query the message records, do as follows:

Step 1 Click “Report” on the top of the main interface.

Step 2 Select “Message” from the drop-down list in the “Search Type” field, and configure the other

search criteria.

Report

Search Type

Start Time

2015-05-06 11:13:57

End Time

2015-05-12 11:13:57

Sender

Receiver

Keyword

Parameter Description Remark
Sets the start time of the
Start Time This time must be earlier than the end time.
report.
Sets the end time of the
End Time This time must be later than the start time.

report.
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Parameter Description Remark
Enters the ID or alias of the | When you type the first letter of the keyword, a list of
Sender sending party. words associated with that letter will appear for your
selection.
Enters the ID or alias of the | When you type the first letter of the keyword, a list of
Receiver receiving party. words associated with that letter will appear for your
selection.
Enters any part the
Keyword message content as the | Enter the keyword.
keyword.

Step 3 Click “Search” to finish.

Then the matching message records will appear in the result list.

Report

Search Type

Message

Start Time
201

End

201

Sender

Receiver

Keyword

@
=4
=
o
@
@

o

5.4 Querying the Online and Offline Records

Ha

NO. |
Server
Server
Server
Server
Server
Server

Server

@~ @ o B W N =

Server

Sender

L ) —D0 R ) Lo
M

[ Receiver o) Send Time ] Content

PE602(6602) 2015-05-12 10:31:06 Meeting at 815 a.m.
P3501(5501) 2015-05-12 10:31:01 Meeting at 8115 am.
P3501(3501) 2015-05-12 10:30:56 Meeting at 8:15 a.m.
P6601(6601) 2015-05-12 10:30:31 Meeting at 815 a.m.
P6601(6601) 2015-05-12 10:30:26 Meeting at 8115 am.
P6602(6602) 2015-05-12 10:29:55 Meeting at 8:15 a.m.
P6602(6602) 2015-05-12 10:28:55 Meeting at 815 a.m.
PE602(6602) 2015-05-12 10:28:25 Meeting at 8115 am.

Mute

Type
Private Message
Private Message
Private Message
Private Message
Private Message
Private Message
Private Message

Private Message

[ Export |Z]

To query the online and offline records, do as follows:
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Step 1 Click “Report” on the top of the main interface.

Step 2 Select “Online/Offline” from the drop-down list in the “Search Type” field, and configure the

other search criteria.

Report

Search Type

Online/Offline

Start Time

2015-05-06 11:1

End Time

2015-05-12 11:13:57

Object

Parameter Description Remark

Sets the start time of the report.

Start Time This time must be earlier than the end time.

End Time Sets the end time of the report. This time must be later than the start time.
Selects the target object from the | The object can be a dispatcher or any radio

Object

drop-down list. under its dispatch coverage.

Step 3 Click “Search” to finish.

Then the matching records will appear in the result list.
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' E}' Hytera Smart Dispatch

> Report

Search Type

OnlinefOffline

Report

L) —0

Smart Dispatch User Guide

Status

- X

14:51:31

Mute

1 P6601(6601) 2015-0512 10:30:23 Onling

2 P5501(5501) 2015-05-12 10:28:48 Online

3 P6602(6602) 2015-05-12 10:27:49 Online

End Time 4 PEE02(6602) 2015-05-00 14:14:21 Offine

2 ] PB603(6603) 2015-05-08 17:34:01 Offline

Object 6 P6602(6602) 2015-05-08 17:27:56 Online

7 P6603(6603) 2015-05-08 16:37:08 Online

3 Holly(Holly) 2015-05-08 11:13:43 Online

9 administrator(admin) 2015-05-08 11:12:21 Offline

administrator(admin) 2015-05-08 10:13:57 Online

Holly(Holly} 2015-05-08 10:12:50 Offline

Holly(Holly) 2015-05-08 10:08:54 Online

@ administrator(admin) 2015-05-08 10:07:09 Offline

% administrator(admin) 2015-05-07 17:28:01 Online
w

= Repeater208_Slot2(208) 2015-05-07 17:27:04 Online

Repeater208_Slot1(208) 2015-05-07 17:27:04 Online

administrator(admin) 2015-05-07 17:26:54 Offline

Repeater208_SIot2(208) 2015-05-07 17:26:02 Offline

Repeater208_Slot1(208) 2015-05-07 17:26:02 Offline

chetai(1003) 2015-05-07 14:29:13 Offline

PB601(6601) 2015-05-07 14:29:13 Offline

chetai(1003) 2015-05-07 14:20:54 Online

chetai(1003) 2015-05-07 14:17:47 Offline

chetai(1003) 2015-05-07 14:15:27 Online

zespon ] » ®E P BB

5.5 Querying the Geofencing Alarm Records
To query the geofencing alarm records, do as follows:
Step 1 Click “Report” on the top of the main interface.

Step 2 Select “Geofencing Alarm” from the drop-down list in the “Search Type” field, and configure the

other search criteria.
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Report

Search Type

Geofencing Alarm

Start Time

2015-04-15 11:1

End Time

2015-04-17 11:13:57

Object

Trigger Condition

Report

designated area.

Parameter Description Remark
Start Time Sets the start time of the report. This time must be earlier than the end time.
End Time Sets the end time of the report. This time must be later than the start time.
Selects the target radio from the | The object can be any radio under the
Object
drop-down list. dispatcher coverage.
Sets the alarm trigger condition. The
Trigger alarm can be triggered by the radio
This option can be left empty.
Condition subscriber's entering or leaving the

Step 3 Click “Search” to finish.

Then the matching records will appear in the result list.
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- A = %
[ (ﬂ Hytera Smart Dispatch =31 | )
Dispatch Message Report History Track 14 . 5353

> Report 4§ —— L ) —0 Mute

Search Type |
Alarm Radio Alarm Time Content

P6602(6602) 2015-04-16 14:13:54 NewRule_1 [PEE02]E AN [NewRule 1]

Geofencing Alarm

Start Time

P6602(6602) 2015-04-16 14:13:54 NewRule_2 [PoO02]fAHIM [NewRule_2]
2015-04-15 11

Pe601(6601) 2015-04-16 14:04:36 NewRule_1 [PeE01]#EEFIM [NewRule_1]
End Time P6601(6601) 2015-04-16 14:04:36 NewRule_2 [P6601]EAIM [NewRule 2]

2015-04-17 11:13:57

Object

Trigger Condition

Resource

[tzspon ] s Kk |pla Bl

5.6 Querying the Emergency Alarm Records
To query the emergency alarm records, do as follows:
Step 1 Click “Report” on the top of the main interface.

Step 2 Select “Emergency Alarm” from the drop-down list in the “Search Type” field, and configure the

other search criteria.
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Report

Search Type

Emergency Alarm

Start Time

2015-05-06 11:13:57

End Time

2015-05-12 11:13:57

Object

Report

the drop-down list.

Parameter Description Remark
Sets the start time of the
Start Time This time must be earlier than the end time.
report.
End Time Sets the end time of the report. | This time must be later than the start time.
Selects the target object from | The object can be a dispatcher or any radio
Object

under its dispatch coverage.

Step 3 Click “Search” to finish.

Then the matching records will appear in the result list.
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‘ E}' Hytera Smart Dispatch &3 ¥, 9]

Dispatch Message Report History Track

> 'Report [ E— L) —ao R )

Search Type

P6603(6603) 2015-05-08 16:51:52  Holly Holly

Start Time PEE03(6603) 2015-05-08 16:50:46  Holly 2015-05-08 16:51:28  Holly
2015-05-06 11:13:57 g

2015-05-08 16:52:21

P6603(6603) 2015-05-08 16:50:08  Holly 2015-05-08 16:50:21  Holly

End Time
201

Object

Resource

| Alarm Radio Alarm Time (R ECY Take Time | Handle dispatcher |

2015-05-08 16:52:23

- X

14:59:42

Mute

Handle Time

2015-05-08 16:51:32

2015-05-08 16:50°36

BN o 1ullel

[#] 1

(1))

5.7 Querying the Overspeed Alarm Records
To query the overspeed alarm records, do as follows:
Step 1 Click “Report” on the top of the main interface.

Step 2 Select “Overspeed Alarm” and configure the other search criteria.

67




Smart Dispatch User Guide

Report

Search Type

Overspeed Alarm

Start Time

2015-03-01 11:13:57

End Time
2015-04-20 11:1

Object

Alarm Status

Report

Parameter Description Remark
Sets the start time of the
Start Time This time must be earlier than the end time.
report.
End Time Sets the end time of the report. | This time must be later than the start time.
Selects the target object from | The object can be a dispatcher or any radio
Object

the drop-down list.

under its dispatch coverage.

Alarm Status

Selects the alarm status from
the drop-down list. Options
include Alarm and Cancel

Alarm.

Selection subject to your actual needs.

Step 3 Click “Search” to finish.

Then the matching records will appear in the result list.
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- X

f a’ Hytera Smart Dispatch Q
Di

15:03:16

Report & —— — Mute

Search Type

ov dAlarm Alarm Radio Alarm Status Alarm Time UnAlarm Time \ Current Speed \ Alarm Threshold

1 Cancel Alarm 2015-04-18 17:32:04  2015-04-18 17:34:44  34.99 3334
Start Time 2 P6602 Cancel Alarm 2015-04-18 1731115 2015-04-18 17:31:47 3447 3334
‘ 3 P01 Cancel Alarm 2015-03-27 13:42:48  2015-03-27 134251 051 028
End Time 4 P66O1 Gancel Alarm 2015-03-27 13:42:38  2015-03-27 13:42:42 051 028
= 5 P660L Gancel Alarm 2015-03-27 13:42:27  2015-03-27 13:42:31 051 0.28
T 6 PS501 Cancel Alarm 2015-03-27 13:4209  2015-03-27 13:42:31  2.06 0.28

7 P660L Cancel Alarm 2015-03-27 134206 2015-03-27 134214 051 0.28
8 P6601 Cancel Alarm 2015-03-27 134152 2015-03-27 134202 051 0.28
Alarm Status 9 P5S501 Cancel Alarm 2015-03-27 13:41:49  2015-03-27 13:41:59 051 0.28

Cancel Alarm 2015-03-27 13:40:59  2015-03-27 13:41:34 051 0.28
Cancel Alarm 2015-03-27 13:3840  2015-03-27 13:38:50 1.03 028
Cancel Alarm 2015-03-27 13:38:29  2015-03-27 13:39:09 051 0.28
o Cancel Alarm 2015-03-27 13:37:39  2015-03-27 13:38:09 051 028
% Cancel Alarm 2015-03-27 13:36:49  2015-03-27 13:36:59 051 0.28
@
] Cancel Alarm 2015-03-27 13:36:30 2015-03-27 13:36:50 051 0.28
Cancel Alarm 2015-03-27 13:35:37  2015-03-27 13:35:44 051 0.28
Cancel Alarm 2015-03-27 13:35:24  2015-03-27 13:3528 051 0.28
Cancel Alarm 2015-03-27 13:3%:19  2015-03-27 13:35:39 051 0.28
Cancel Alarm 2015-03-27 13:35:10  2015-03-27 13:3518 051 0.28
Cancel Alarm 2015-03-27 13:34:56  2015-03-27 13:35:00 051 0.28
Cancel Alarm 2015-03-27 13:34:25  2015-03-27 13:3428 051 028
Cancel Alarm 2015-03-27 13:3416  2015-03-27 13:3420 051 0.28
Cancel Alarm 2015-03-27 13:33:48  2015-03-27 13:3402 1.03 028
Cancel Alarm 2015-03-27 13:33:38  2015-03-27 13:33:42 051 0.28
Cancel Alarm 2015-03-27 13:33:29  2015-03-27 13:33:39 051 0.28
Cancel Alarm 2015-03-27 13:33:07  2015-03-27 13:3311 051 0.28
Cancel Alarm 2015-03-27 13:33:00  2015-03-27 13:33:04 051 0.28
Cancel Alarm 2015-03-27 13:32:54  2015-03-27 13:32:57 051 0.28

0 (K] [<]: /62

5.8 Querying the Telemetry Records
To query the telemetry records, do as follows:
Step 1 Click “Report” on the top of the main interface.

Step 2 Select “Telemetry” and configure the other search criteria.

Report

Search Type

Telemetry

Start Time

015-0

End Time
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Parameter Description Remark

Sets the start time of the | This time must be earlier than the end
Start Time _

report. time.

Sets the end time of the | This time must be later than the start
End Time _

report. time.

b Selects the target object | The object can be a dispatcher or any

Object

from the drop-down list. radio under its dispatch coverage.

Step 3 Click “Search” to finish.

Then the matching records will appear in the result list.

Report & — L) —0

R

Search Type
S—— NO. | Object | ReportTime | GPSTime | Longitude | Latitude | Speed(mis) | Status | Message
try

administrator(.. 2015-03-25 20... VIO1:door clos...
StartTime PBE01(6601)  2015-03-25 20.. VIO1:door clos.. Have a good ...
E015:03-01 094245 administrator(.. 2015-03-25 20.. VIO1L:door clos...
End Time administrator(.. 2015-03-25 20.. VIOl:door clos...
2015-04-20 09:42:45 P6601(6601) 2015-03-25 20... VIOl:door clos.. Have a good ...

Object

5.9 Querying All Records
To query all records in the system, do as follows:
Step 1 Click “Report” on the top of the main interface.

Step 2 Select “All” from the drop-down list in the “Search Type” field, and configure other search

criteria.

Report

Search Type

End Time
2015-05-12 11:1:
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Parameter Description Remark

Sets the start time of the
Start Time This time must be earlier than the end time.
report.

End Time Sets the end time of the report. | This time must be later than the start time.

Step 3 Click “Search” to finish.

Then the matching records will appear in the result list.

4
f E}' Hytera Smart Dispatch L::l
Dispatch 15:20:58

> Report ———— L | ) —— Mute

Search Type

n 3 Content
All

Delete a radio 2015-05-12 10°56:26 [Holly] deleted the area [area 1]
SETUIES Add a radio 20150512 105345 [Holly] added the area [area 1]
: Enable tracking 2015-05-12 10:39:04 [Holly] enabled GPS real-time reporting on [P5.._
Disable tracking 2015-05-12 10:33:45 [Holly] disabled GPS real-time reporting on [P.._
Send private message 2015-05-12 10:31.06 [Server] send private message [Meeting at 8:1...
Send private message 2015-05-12 10:31:01 [Server] send private message [Meeting at 8:1...
Send private message 2015-05-12 10:30:56 [Server] send private message [Meeting at 8:1...
Enable tracking 2015-05-12 103049 [Holly] enabled GPS real-time reporting on [P6.
Send private message 2015-05-12 10:30:31 [Server] send private message [Meeting at 8:1.._
Send private message 2015-05-12 10:30:26 [Server] send private message [Meeting at 8:1.._
OnlinefOffline radio 2015-05-12 10:30:23 [PE601] online
Send private message 2015-05-12 10:29:55 [Server] send private message [Meeting at 8:1...
@ Send private message 2015-05-12 10:28.:55 [Server] send private message [Meeting at 8:1...
% OnlinefOffline radio 2015-05-12 10°28:48 [P5501] online
é Send private message 2015-05-12 10:28:25 [Server] send private message [Meeting at 8:1.._
Enable tracking 2015-05-12 10:28:05 [Holly] enabled GPS real-time reporting on [P6.._
Disable tracking 2015-05-12 10:28:02 [Holly] disabled GPS real-time reporting on [P...
OnlinefOffline radio 2015-05-12 10:27:49 [PE602] online
OnlinefOffline radio 2015-05-09 14:14:21 [PEE02] offline
OnlinefOffline radio 2015-05-08 17:34:.01 [PEE03] offling
Enable tracking 2015-05-08 17:28°07 [Holly] enabled GPS real-time reporting on [P6.
Online/Offline radio 2015-05-08 17:27:56 [PB602] online
modified the radio color code 2015-05-08 17:11:30 [Holly] modified the color code of [P6603]
modified the radio color code 2015-05-08 17:11:23 [Holly] modified the color code of [P6603]
Enable tracking 2015-05-08 17:10:15 [Holly] enabled GPS real-time reporting on [P6...
Emergency alarm handling 2015-05-08 16:52:23 [Holly] handled the emergency alarm from [P6...
Emergency alarm taking 2015-05-08 16:52:21 [Holly] took the emergency alarm from [PE603]
Group Call 2015-05-08 16:51:52 Group CalifP6603] call [GE5]
D [k (<] 14 (=]

71



Smart Dispatch User Guide History Track

6. History Track

The “History Track” tool on the top of the main interface provides you with an interface, where you can

view the history movement track of a radio on the map through any of the following ways:

® Show all: displays all movement tracks of a radio on the map at one time.

® Point by point: shows the track of a radio point by point according to time sequence.

6.1 History Track Window

The history track window is illustrated as below.
s
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1 Search Pane 4 Map
2 Track Playback Control Pane 5 Map Toolbar
3 Track Export Button 6 Track Record List
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6.2 Querying the History Track

You can query the track records within the latest seven days. To do so, do as follows:
Step 1 Click “History Track” on the top of the main interface.

Step 2 Configure the search criteria and click “Search” to finish.

Then the matching records will appear on the map. If no record is found, the prompt “No data”

will pop up.
History Track

Radio
P5501
Start Time

2015-05-07 11:1

End Time

2015-05 11:1

Event Type

6.3 View the Track in Show All Mode

After searching out the track, you can select “Show All" to view all history tracks of a radio on the map at

one time. Please note that up to 3,000 track points can be displayed on the map.

History Track

Radio

start Time o i - ot

X:113.940354 ¥:22.55838

£ : R
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6.4 Viewing Track in Point by Point Mode

After searching out the track, you can select “Point by point” to view the history track. In this mode, the
track will be displayed track point by track point according to the time sequence.

change the playback speed.
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6.5 Exporting the History Track

Click “Export” to export the history track file (in Excel format) to a local hard disk. You can also click E
to select the format (HTML or CSV), then the file will be exported in the selected format.
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History Track

To play back the history track, set the speed and click “Play”. In the playback process, you can pause or
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7. System Operations

You can make system settings by clicking ﬁ on the upper left corner of the main interface.

Languace

Map

Setting=
Change Pa
Ahout
Logout
Exit

7.1 Logging in to Smart Dispatch Client
To log in to Smart Dispatch Client, do as follows:
Step 1 Double-click d on the desktop or in the installation directory.

The login window appears.

(_}' Hytera Smart Dispatch

V4.5

User Name  admin| hd
Password | |
Setting >

Copyright @2014

Copyright (C) Hytera Communications Co., Ltd. All Rights Reserved.

Step 2 Click “Setting” and enter the IP address and port number of Smart Dispatch Server.
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' (}h Hytera Smart Dispatch

V4.5

User Name  admin| v
Password |
Setting b

server IP |192. 168, 25. 29 |

Port |51qnu |

Copyright {C) Hytera Communications Co., Ltd. All Rights Reserved.

Copyright 22014

Step 3 Enter the user name and password, and then click “login”.

@Note

> For initial login, both the user name and password are “admin” by default.
> You can select the user name from the drop-down list for subsequent logins.

7.2 Selecting the Display Language
There are several available display languages, such as Simplified Chinese, English, Russian, etc.

To set the language, click on the upper left corner of the main interface and select the appropriate

language.
EH Hytera Smart Dispatq
s

Map b~ English
Seftings e

Change Password Ru:

Change C Espaiiol

About
Logout
Exit

7.3 Selecting the Map

The supported electronic maps include GoogleMapLocal, Google Map, MapX and OpenStreetMap.
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® To use the Google Map, you need to set the local city in the Smart Dispatch Client.

® To use GoogleMapLocal or MapX, you need to prepare the map and set the map file in the Smart

Dispatch Client.

® To use the OpenStreetMap, you need to download the map first, and set the map file in the Smart

Dispatch Client.

® To set the above maps, see “7.4.3 Map Settings”.

To select the map, click on the upper left corner of the main interface and select the appropriate

map.

E}I Hytera Smart Dispatch &

Dis

Language ow Detail <

W | Googeliaploca

Settings GoogleMap

Change Passw Mapi
Change ( ] OpenStreetiap

About
Logout
Exit

7.4 Setting the System Parameters

@Note

Re-login is required for the change of some parameters (such as Speaker, Microphone and VOIP

Port) to take effect.

To set the parameter, click on the upper left corner of the main interface and select “Settings” to

access the configuration window. Remember to click “Save” after making all necessary changes.
7.4.1 Basic Settings

The “Basic Setting” page is illustrated below.
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Settings
Base Setting
Call Setting
Map Setting

Log Setting

MuteGroup Setting

System Operations

X
Sound Card Setting
Speaker Headphones (High Definition Aud v
Microphene | Microphane (High Definition Aud v
Right/Left Track
DS Volume O Left @ Right
Intercom @ Left () Right
SIP Call O Left @ Right
EmergencyAlarm () Left (® Right
Recording Play () Left (® Right

Subscribers on the map

Show Track
Show Alias

Unit

Meter v

Parameter

Description

Sound Card Setting

Speaker Outputs the voice.
Microphone Inputs the voice.
Right/Left Track
DS Volume Sets which track to output the voice from the dispatch station.
Sets which track to output the voice during dispatcher
Intercom
intercommunication.
SIP Call Sets which track to output the voice from telephone.
Sets which track to output the voice in case of triggering the emergency
Emergency Alarm

alarm.

Recording Play

Sets which track to output the voice when playing back a recording.

Subscribers on the map

Show Track

Sets whether the movement track of a radio is displayed on the map

during real-time tracking.
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Parameter

Description

Show Alias

Sets whether the alias of a radio is displayed on the map during GPS

positioning and real-time tracking.

Unit

Sets the unit to be used when measuring the distance on the map.

7.4.2 Call Settings

The “Call Setting” page is illustrated below.

Settings
Base Setting
call Setting
Map Setting

Log Setting

MuteGroup Setting

PTT Setting

Short Press

External PTT coMi
PTT Shortcut Space
Emergency Alarm

[ Center on the map

[] Emeraency Shrink

] Mute

Alarm sound file

C:\Program Files (x86)\Hytera\SmartDispatch4.5\C
VOIP Port

YOIP Port 18000 =

-

Private Call
Private Call
[ Mute
Parameter Description
PTT Setting

Short Press

Clicks the PTT to make or end a call.

External PTT

Activates the PTT key on the desktop goose microphone supplied by

us.

PTT Shortcut

Uses the PTT shortcut to make or end a call.

Emergency Alarm

Center on the Map

Centers the alarming radio on the map.

Emergency Shrink

Sets whether the pop-up emergency alarm prompt will hide
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Parameter Description

automatically if the dispatcher does not take the alarm within the time

preset in the system.

Mute Mutes the emergency alarm sound.

Customizes the alarm sound. If you select “Mute”, this option will be
Alarm Sound File

unavailable.
VOIP Port
VOIP Port Sets the VOIP port. The default port number is 18000.
Private Call
Private Call Sets whether you can directly make a private call in the call pane.
Mute Sets whether you can hear the voice between radios during the

private call.

7.4.3 Map Settings

The “Map Setting” page is illustrated below. In this page, you can select the local city and the offline map
file.

Settings e

Base Setting

GoogleMapLocal

Call Setting Map File: E:'zhoupeng\GoogleMaplocaldri@rar
Map Setting Mapx

Log Setting Map File: Ezhoupeng\GoogleMaplocaldfieir 4
MuteGroup Setting OpenStreetMap

Map File:
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7.4.4 Log Settings

The “Log Setting” page is illustrated below.

Settings
Base Setting
Call Setting

Map Setting

MuteGroup Setting

Log file size

Type

Smart Dispatch User Guide

Parameter

Description

Log file size

Sets the maximum size of a log file.

Type

Sets what kind of information will be recorded in the log file.

7.4.5 Mute Group Settings

The “MuteGroup Setting” page is illustrated below. In this page, you can mute the desired workgroup(s).
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Settings

Base Setting
Call Setting
Map Setting

Log Setting

MuteGroup Setting

[ Active

Alias

Description

Available Workgroup
O An

[] ANl call

] G2001

[ G66

System Operations

Parameter Description
Active Sets whether to enable the Mute Group feature.
Alias Sets the alias of the group to be muted.
Description Enters the related description of the target group.
Available
Selects the target group(s) to be muted from this list.
Workgroup

@Note

When the “Active” option is selected, the icon m will appear in the workgroups in the subscriber list

of the navigation pane. Thus, besides muting the target workgroup(s) via the mute group settings,

you can also mute or unmute the desired workgroup(s) in the subscriber list.

> To mute a workgroup, click m or right-click the workgroup and select “Mute” in the context

menu.

> To unmute a workgroup, click EH o right-click the workgroup and select “Cancel Mute” in the

context menu.
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7.5 Changing the Password
To change the login password, do as follows:
Step 1 Click on the upper left corner of the main interface and select “Change Password”.

Step 2 Enter the old password, new password and confirmed new password respectively. The

password consists of 4 to 16 characters.

Change Password »

Cld Password

I

MlEsw Passwor

Confirm Password

=

Step 3 Click “Save” to finish.

7.6 Changing the Call ID

The call ID is the identifier of the dispatcher. When several dispatchers are using the same Smart

Dispatch Client, they can enter their own call ID after they log in.

To change the call ID, do as follows:

Step 1 Click E on the upper left corner of the main interface and select “Change CalllD".
Step 2 Enter the call ID of the dispatcher, and click “Save” to finish.

Change CalllD »

cCall 1D
123
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/.7 About Smart Dispatch Client
You can view the version and brief introduction of Smart Dispatch, as well as copyright.

To view the above information, click on the upper left corner of the main interface and select

“About”. To close this window, click “Close”.

- C_}. Hytera Smart Dispatch

V 4.5.5.183852

The Hytera Smart Dispatch is a PC-based intelligent dispatching application, delivering
functions such as Call, GPS Position, Message and Dispatch for business and public safety

sectors.

Copyright @2014

Copyright (C) Hytera Communications Co., Ltd. All Rights Resenved.

7.8 Logging out of Smart Dispatch Client

You can log out of Smart Dispatch Client during your absence for security reasons. To log out, click

on the upper left corner of the main interface and select “Logout”, then click “Yes” in the pop-up dialog to

finish.

Are you sure to logout?

7.9 Exiting Smart Dispatch Client
To exit Smart Dispatch Client, do as follows:
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Click on the upper left corner of the main interface and select “Exit”, then click “Yes” in the pop-up

dialog to finish.

Are you sure to exit?
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