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1. Inspecting the BSC's I/O system
This procedure specifies how the I/O system of the BSC should be inspected in the commissioning tests and how the functioning of the I/O system and devices is checked.

The procedure is used for inspecting the number and states of I/O equipment and the output controls (that is, correspondence with the source data).

Note 

The printouts included in this manual provide examples only, and therefore the actual printouts may differ from the ones presented here. 

For more information, refer to BSC commissioning overview .

1.1 Before you start

Check that the correct number of I/O devices has been packaged for the system. Check their states and state transitions.

1.2 Steps
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Expand/collapse all 

1. Connect the MML terminal to the OMU
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Display the I/O devices of all the units of the system (ISI) 

ZISI:<own system>,OMU:; 

3. Compare the number of the devices with the source data

4. Insert the DAT tape to CTU unit
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Display the states of I/O devices (ISI) 

ZISI:<own system>,OMU:; 

1.2.1 Expected outcome

EXECUTION STARTED

  I/O DEVICE WORKING STATE AND SPARE DEVICE

  SYSTEM = DX200-BCS UNIT = OMU

  I/O DEVICE  STATE  SPARE DEVICE   DEVICE STATE   TAPE STATE   TAPE TYPE

  FDU-00      WO-BU    -              -

  WDU-00      WO-BU    -              -

  WDU-01      WO-BU    -              -

  LPT-00      WO-ID    -              -

  VDU-00      WO-ID    -              -

  CTU-00      WO-ID    -                            FREE        DAT

   COMMAND EXECUTED

FDU = floppy disk unit

LPT = line printer

VDU = display unit

WDU = Winchester disk unit

CTU = Cartridge Tape Unit

MTU = Magnetic Tape Unit

VTP = Virtual Terminal

VPP = Virtual Printer Protocol

VDS = Virtual Data Storing device

The disk drives should enter the state WO-BU and remain in it. The VDU and LPT units will be in WO-ID or BL-SY state, depending if the terminal equipments are connected or not. The printer remains in the state WO-BU only for the period during which it is printing. When there is no DAT tape in the CTU unit it is in BL-SY state.

The state of the units can be changed with the ISC command. 

1.2.2 Unexpected outcome

· If some peripheral devices cannot be brought into the state WO-BU, check the operation and cabling of the peripheral devices. The disk drives have diagnostics of their own. The printers and display units have been tested in connection with preparatory measures. If the operation and cabling of the printers and display units are in order, check the strappings of the SCSIF plug-in unit and, when necessary, correct the strappings or replace the faulty SCSIF plug-in unit.
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