Glossary 

	Abis 
	Interface between Base Transceiver Station (BTS) and Base  Station Controller (BSC). 

	Abis Configuration 
	Configuration of traffic channels (OMUSIG, TCH, TRXSIG) on Abis. 

	Abis Protection 
	Scheme used to provide redundant Abis Traffic across a separate path to guard against possible link failure. 

	API 
	Application Program Interface is the specific method prescribed by a computer operating system or by an application program by which a programmer writing an application program can make requests of the operating system or another application. 

	ARIEL 
	The first product program using FBS SW platform. 

	Automatic Connection 
	Feature in Flexi EDGE BTS Manager, which would allow the user to get connected to the BTS automatically once BTS Manager is launched. The parameters required for connection viz. the BTS IP Address, the port of connection and the Q1 address will be taken from the locally stored defaults. 'Automatic Connection' would be an optional feature that the user may enable or disable anytime. 

	BCF 
	Base Control Function 

Base Control function is a functional entity that handles common control functions e.g. main clock functions, external alarm handling, control signals and frequency hopping. There is no physical BCF unit in BTS, the functional BCF operates in the Master TRX memory. 

	Block/UnBlock 
	This scenario (block) is typically used to change faulty unit. The command pecifies the object to be blocked. When the command is received by the BTS from the EM then it first check the availability of the object for which the command was sent. . If available (if not then NACK is send to the EM) the ACK is sent to EM immediately. 

Unblock command is same as Block but with data as UNBLOCK. BTS sends ACK to EM and unblock the object. 

	BTS 
	Base Transceiver Station 

	CRC 
	Cyclic Redundancy Check, which is used to detect errors in data received over a transmission media. 

	Cross Connection 
	It is a path between the two termination points inside any network element. 

	Commissioning 
	Commissioning is set of tasks performed to enable the BTS to be connected to the network. It includes operational tests and configuring of transmission equipment. 

	Commissioning 
	Wizard A comprehensive utility, which provides set of GUI screens to aid user to fill in parameters required for commissioning a BTS. 

	DDM 
	Dual Duplex Module (ERxA) 

	DFCA 
	Dynamic Frequency and Channel Allocation. 

	DTD 
	Document Type Definition, set of rules and descriptions forming a template for the structure and content of a document marked up with SGML or XML 

	DTRX 
	Dual TRX Module / Dual Transceiver Module 

	EasyWizard mode 
	The mode of commissioning as like in EasyWizard where user selects a file and specifies only those parameters which were user specified in EasyWizard that is Site Specific information, Antenna Settings and Passive Units (BBU and other passive units) 

	Export Abis Allocation 
	Save Abis Allocation in a local File. 

	FBS 
	FlexiBaseStation 

	FIFA 
	A plug in-unit with built in FIU 19E RRI and E1. Supports 16 asymmetric E1 interfaces. 

	FIEA 
	A plug-in-unit that supports 8 E1 Asymmetric (75 ohm) interfaces 

	FIPA 
	A plug-in-unit that supports 8 E1/T1 Symmetric (120 ohm for E1, 100 ohm for T1) interfaces 

	GUI 
	Graphical User Interface 

	Hardware View 
	Graphical View displaying the status and state of hardware modules/units physically present within a Flexi EDGE BTS Manager. 

	Help 
	Browser Software, which displays online Helps to the user. Examples of Help browsers: NED, JavaHelp, WebHelp, DynaText, and WinHelp. 

	Help Engine 
	Online Help Technological Solution, e.g. JavaHelp. 

	HTML 
	 Hypertext Markup Language, subset of standard generalised markup language (SGML) used on the web 

	I18n 
	Internationalization, adaptation to local environment (user language, region, fonts, colours etc.) 

	Import Abis Allocation 
	Open locally saved Abis Allocation file. 

	JavaHelp 
	JavaHelp software is both an API and a platform-independent, extensible system for application Help and online documentation. Written entirely in the JavaTM programming language, the JavaHelp Help system provides capabilities for navigating, searching, and displaying information. 

	JavaHelp HelpSet 
	The helpset file (uses a .hs extension) contains information about the path to Help HTML files, as well as pointers to the search database, table of contents, and index table for all Help topics in that path.The HelpSet class maintains a reference to a series of HTML files that make up the content of the online Help. 

	JavaHelp Map 
	File JavaHelp map file links the Help target names of the TOC to their correct Help topics (HTML files). 

	JavaHelp TOC 
	Table of contents. In JavaHelp TOC file also defines the target names of the displayed Help topics that are used to locate correct HTML file. 

	JNI 
	JNI or Java Native Interface is an interface provided by Java that enable Java programs to talk to native programs written in C/C++. BTS Manager uses JNI to be able to communicate with Nokia’s GCS dlls that are written in C++. 

	LAPD 
	Link Access Protocol on D – channel. Used on Abis links (OMUSIG and TRXSIGs) and on the BTS internal D-bus. The LAPD is a layer 2 protocol which is defined in CCITT Q.920/921. LAPD works in the Asynchronous Balanced Mode (ABM). This mode is totally balanced (i.e., no master/slave relationship). Each station may initialize, supervise, recover from errors, and send frames at any time. 

	LMP 
	Local Management Port. BTS Manager communicate with BTS through an LMP cable. 

	Local Connection 
	BTS Manager connected locally to Flexi EDGE BTS via an Ethernet wire. For establishing this kind of connectivity BTS Manager is co-located at the BTS site. 

	Logical View 

  
	Graphical View displaying Logical Object details for all logical objects present within an Flexi EDGE BTS. 

	Management Interface Version    
	The compatibility between Flexi EDGE BTS Manager and Flexi EDGE BTS is driven by a Management Interface version in the BTS Manager-BTS interface. The Management Interface version is embedded in the both the Flexi EDGE BTS Manager as well as the O&M software inside BTS. These values of the Management Interface Version are compared during the initial handshake. 

	MODE 
	Modular Documentation Environment, provides a framework for the whole information creation chain. 

	NE 
	Network Element 

	NetAct 
	This is the Nokia’s NMS suite which operator use for managing the GSM network. 

	NOLS 
	Nokia Online Services, Web portal for e-commerce, technical support, documentation, etc. 

	Node Level 
	The whole transmission unit 

	Online Documentation 
	Online documentation is the “library” or “manuals” part of user assistance. Online documentation contains, for example, concept documents, database descriptions, technical reference information, and system level procedures (tasks performed with more than one application or product). Online documentation is accessed from links in Helps, from SW application Help menu, in NOLS, or as stand-alone on CD-rom.Currently Nokia has a working online documentation solution (NED) but no online Help solution. 

	Offline Mode 
	When BTS Manager is not connected to BTS. 

	Online Helps 
	Online Helps are always integrated to the software. Help offers user assistance for the user’s tasks at hand, such as GUI descriptions (“In this window you can…”) and application specific step-by-step instructions (“To print, click OK and …”). Possibly also troubleshooting, tips & hints, FAQ etc. At least online Helps, if not also online documentation, need to be available to the user when using the software. 

	Online Mode 
	When BTS Manager is connected to BTS (locally or remotely). 

	O&M Link 
	Refers to Abis O&M Link 

	Pilot Bit 
	A Bit used for choosing between the Protected and Protecting path of a Signal in case Protection feature is configured. 

	PILS 
	Product Information and Learning Solutions 

	PIU 
	Plug-in Unit 

	Poseidon 
	Poseidon provides platforms for Java BTS Managers. Nowadays it contains common platform, BTS GUI Platform and BTS Manager Platform. The goal is to have common parts of our BTS Manager GUIs reusable. 

	Q1 

  
	Protection Scheme used to provide redundant Q1 Traffic across a separate path to guard against possible link failure. 

	Remote Connection 
	BTS Manager connected remotely to Flexi EDGE BTS via NetAct and BSC. For establishing this kind of connectivity BTS Manager connects to NetAct server over LAN and via BSC communicates to Flexi EDGE BTS. 

	RTC 
	Remote Tuned Combiner (ECxA) Module 

	SCF 
	Site Configuration File, XML based file used to exchange commission/configuration information between BTS Manager & BTS. 

	SCF Upload 
	Sending the SCF from BTS to BTS Manager. 

	SFS 
	System Feature Specification 

	Sobriquet 
	This is the connection name present in the GCS database. 

	Synchronization Protection 
	Scheme used to provide redundant Abis Clock across a separate path to guard against possible link failure. 

	TOC 
	Table of contents 

	ToolTip 
	A “bubble Help” coded in software, or alternatively written as Help and opened as a pop-up window of the Help browser 

	Transmission Configuration File 
	This file contains all Transmission related parameters. (Transmission PIU properties, Abis allocation, LIF, Service Interface, Interface Loop, Synchronization) 

	Transmission Manager 
	Transmission Manager manages E1 or E1/T1 transmission interfaces. Transmission cards are used to connect BTS with BSC and to other BTS. 

	UICA 
	Usability & UI Competence Area in NET Oulu, responsible for BTS and Transmission management applications (BTS Manager) 

	Undo Commissioning 
	To uncommission the BTS wherein all commissioning related parameters are erased from flash of BTS. It is followed by a reset. Undo commissioning is of two types Keep traffic bypass and erase traffic bypass. 

	XHTML 
	Extensible Hypertext Markup Language 

	XML 
	Extensible Markup Language, subset of standard generalised markup language (SGML), which describes a class of data objects called XML documents and partially describes the behaviour of computer programs which process them 

	  
	  

	  
	  

	  
	  

	  
	  

	  
	  

	  
	  


  

