Vocabulary 

	Abis 
	Interface between Base Transceiver Station (BTS) and Base  Station Controller (BSC). 

	ACK 
	Acknowledgement 

	AF 
	Application File 

	ARFN 
	Absolute Radio Frequency Channel Number 

	BCCH 
	Broad Cast Channel 

	BCF 
	Base Control Function 

	BER 
	Bit Error Ratio 

	BIST 
	Built In Self Test 

	BSC 
	Base Station Controller 

	BSS 
	Base Station Subsystem 

	BTS 
	Base Transceiver Station 

	CDTRX 
	Complete Dual Transceiver 

	CMD 
	Command 

	CS 
	Circuit Switch 

	DAC 
	Digital to Analog Converter 

	DDM 
	Dual Duplexer Module 

	DEV 
	Device 

	DFCA 
	Dynamic Frequency and Channel Allocation 

	DIAG 
	Diagnostic 

	DTRX 
	Dual TRX Module / Dual Transceiver Module 

	EAC 
	External Alarm Control 

	EDAP 
	EDGE Dynamic Allocation Pool 

	EFS 
	Element Feature Specification 

	FER 
	Frame Error Ratio 

	GPS 
	Global Positioning System 

	HW 
	Hardware 

	IDD 
	Intelligent Downlink Diversity 

	INFO 
	Information 

	LAPD 
	Link Access Protocol  on D – channel 

	LED 
	Light Emitting Diode 

	LMP 
	Local Management Port 

	TCP/IP 
	Transmission Control Protocol/ Internet Protocol 

	LED 
	Light Emitting Diode 

	LNA 
	Low Noise Amplifier 

	MIV 
	Management Interface Version 

	MLC 
	Multi-Language Compliant 

	NACK 
	Negative Acknowledgement 

	O&M 
	Operation and Maintenance 

	OMU 
	Operation and Maintenance Unit 

	OMUSIG 
	OMU Signaling 

	OXCO 
	Oven oscillator 

	PIU 
	Plug-in Unit 

	PS 
	Packet Switch 

	R&D 
	Research and Development 

	RAM 
	Random Access Memory 

	RBER 
	Residual Bit Error Ratio 

	RTC 
	Remote Tuned Combiner (ECxA) Module 

	SOM 
	System Module O&M 

	SNR 
	Signal to Noise Ratio 

	SW 
	Software 

	TCH 
	Traffic Channel 

	TLV 
	Tag Length Value 

	TOM 
	TRX Module O&M 

	TRE 
	Transmission Equipment 


  

  

  

