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Presenting

DFE-530TX

*   Proprietary D-Link DL10030 32-            bit Interface controller chip.

*   Davicom DM9101 transciever with 256k Fifo buffers

*   PCB Layer- 2 Layers

*   Max Typical Voltage 3w


· PnP functionality

· Supports 33 & 66Mhz bus speeds

· Drivers:

 Microsoft Windows 95, 98

 Banyan VINES v4.00

 IBM LAN Server v4.0, v3.0, v2.0

 Microsoft LAN Manager v2.1

 Novell Netware 3.x, 4.x, ODI Driver

 NDIS 2.x, 3.x driver

 SCO Open Server 5.0.x

 MS Windows NT 3.51, NT 4.0

 Windows for Workgroups 3.11

 Packet Driver

· 10/100Mbps Full/Half duplex functionality through auto-negotiation

· 3 LED indicators: 10/100Mbps, Link, Activity

· PCI bus master memory access, for higher throughput and lower CPU demand

DFE-500TX
*   DEC DC21140 32-bit Interface controller chip

*   LTX970 trans ciever with 256k Fifo buffers

*   PCB Layer- 4 Layers

*   Max Typical Voltage 5w


· PnP functionality

· Supports 33 & 66Mhz bus speeds

· Drivers:

 Microsoft Windows 95

 Banyan VINES v4.00

 IBM LAN Server v4.0, v3.0, v2.0

 Microsoft LAN Manager v2.1

 Novell Netware 3.x, 4.x, ODI Driver

 NDIS 2.x, 3.x driver

 SCO Open Server 5.0.x

 MS Windows NT 3.51, NT 4.0

 Windows for Workgroups 3.11

 Packet Driver

· 10/100Mbps Full/Half duplex functionality through auto-negotiation

· 3 LED indicators: 10/100Mbps, Link, Activity

· PCI bus master memory access, for higher throughput and lower CPU demand
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